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Optimal lighting at industrial workspaces is primarily essential not 
only for the well-being of the individuals but also the labor-efficiency 

yet to fulfill the regulatlons of “Occupational Safety and Health”. LED 
lighting luminaires being incomparably energy-effıcient is dramatically 

being utilized at any location where illumination is needed. EAE 
Lighting has unique lighting solutions as well as “Concept Solutions” 

that are ready to be used at any kind of industrial sector from food 
and beverages to iron steel and automotive.

LED Luminaires for
Industrial Workspaces
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SRound V2
ARENA (60o)

HIGH-BAY LUMINAIRE 
SRound put into use more quickly by being mounted from a single point, meets all lighting requirements of industrial 
facilities. It provides high protection against water and dust with its simply-designed body.

LED

Technical Specifications Options

Housing 
Optical
Diffuser
Light Source 
Power 

Lumen

Input Voltage  
Color Temperature  
CRI    
IP  
Installation
Colors

: Aluminum injection housing
: Miro silver reflector
: Tempered transparent glass
: Mid Power LED
: 56 W / 62 W / 76 W / 79 W / 87 W / 92 W / 100 W 
 132 W / 163 W / 222W
: 9049 lm / 9195 lm / 11677 lm / 11121 lm / 13292 lm
 12605 lm / 15163 lm / 19231 lm / 25448 lm / 31636 lm
: 220-240V AC 50/60Hz
: Warm White / Natural White / Cool White
: >80
: IP65
: Pendant / Surface Mounted
: SW 306G

Emergency Kit Compatibility : Yes (1-3 hours)
DALI Compatibility  : Yes

Photometric Curve Technical Drawing
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TERMAL
PERFORMANCE

Note: During product design, thermal distribution analysis of SRound obtained results close to 99% by using FloEFD thermal analysis program.

It shows maximum performance in industrial application fields
with its specially designed compact housing which provides
homogenous heat distribution.
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63.94
61.88
59.83
57.78
55.72
53.67
51.61
49.56
47.50
45.45
43.39

Temperature (oC)
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SRound V2
LOWBAY (90o) 
LOW LOWBAY (110o)

HIGH-BAY LUMINAIRE 
SRound put into use more quickly by being mounted from a single point, meets all lighting requirements of industrial 
facilities. It provides high protection against water and dust with its simply-designed body.

LED

Sanded Glass 

60o

Arena Lowbay
90o

Low Lowbay
110o

Optic 

Options

Technical Specifications Options

Housing 
Optical
Diffuser
Light Source 
Power
Lowbay 

Low Lowbay
Lumen
Lowbay 

Low Lowbay
Input Voltage  
Color Temperature  
CRI    
IP  
Installation
Colors

: Aluminum injection housing 
: Miro silver reflector
: Tempered transparent glass / Tempered sanded glass
: Mid Power LED

: 56 W / 62 W / 76 W / 79 W / 87 W / 92 W / 100 W 
  132 W / 163 W / 222W
: 56 W / 60 W / 75 W / 78 W / 87 W / 91 W 
 
: 9061 lm / 9057 lm / 11590 lm / 11011 lm / 13313 lm / 12446 lm
  15013 lm / 19316 lm / 25253 lm / 31636 lm
: 7928 lm / 8118 lm / 10421 lm / 9921 lm / 11868 lm / 11213 lm
: 220-240V AC 50/60Hz
: Warm White / Natural White / Cool White
: >80
: IP65
: Pendant / Surface Mounted
: SW 306G

Emergency Kit Compatibility : Yes (1-3 hours)
DALI Compatibility  : Yes
Angle Options  : 900, 1100

Glass Options  : Sanded Glass

Photometric Curve
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Technical Drawing
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SRound provides the opportunity to be applied to different ceiling 
heights due to its rich optical variety.
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SRound V2
ASYMMETRIC

HIGH-BAY LUMINAIRE 
SRound put into use more quickly by being mounted from a single point, meets all lighting requirements of industrial 
facilities. It provides high protection against water and dust with its simply-designed body.

LED

Options

Emergency Kit Compatibility : Yes (1-3 hours)
DALI Compatibility  : Yes

Technical Specifications

Housing 
Optical
Diffuser
Light Source
Power
Lumen
Input Voltage 
Color Temperature  
CRI    
IP  
Installation
Colors

: Aluminum injection housing
: Miro silver reflector
: Tempered transparent glass
: Mid Power LED
: 56 W / 74 W / 87 W / 98 W / 132 W
: 8676 lm / 10982 lm / 12978 lm / 14482 lm / 18746 lm
: 220-240V AC 50/60Hz
: Warm White / Natural White / Cool White
: >80
: IP65
: Pendant / Surface Mounted
: SW 306G

Photometric Curve

ASYMMETRIC

Technical Drawing
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HIGH-BAY LUMINAIRE 
SRound put into use more quickly by being mounted from a single point, meets all lighting requirements of industrial 
facilities. It provides high protection against water and dust with its simply-designed body.

LED

Photometric Curve
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ARENA (60o) - LOWBAY (90o)
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*EAE, reserves the right to make changes without prior notice.
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*Working ambient temperature

Technical Drawing

MID Power LED Model

Power LED Model
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Options
DALI Compatibility  : Yes
Angle Options  : 60o, 90o

IP Options                                    : IP65-IP66

Housing 
Optical
Diffuser
Light Source
Power

Lumen 

Input Voltage 
Color Temperature  
CRI    
IP  
Installation
Installation Colors

Technical Specifications
: Aluminum injection housing
: Miro silver reflector
: Tempered transparent glass
: Mid Power LED, Power LED 
:
                       
 
                               
:

   
: 220-240V AC 50/60 Hz
: 4000K / 5700K / 6500K
: Mid Power LED : >80  I   Power LED  : >70
: IP65 / IP66
: Pendant / Surface Mounted
: SW 306G

Arena/Mid Power LED

Arena/Power LED

Lowbay/Mid Power LED

Lowbay/Power LED
56 W / 76 W / 88 W56 W / 76 W / 88 W

68 W / 136 W68 W / 136 W

Arena/Mid Power LED

Arena/Power LED

Lowbay/Mid Power LED

Lowbay/Power LED

9679 lm / 18217 lm9805 lm / 18429 lm

8820 lm / 11576 lm / 13376 lm8927 lm / 11690 lm / 13461 lm 
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a

h

b

h

a

b

h

a
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a b

DOUBLE SUSPENSION SET

SINGLE POINT SUSPENSION SET

BUSBAR SUSPENSION SET

CABLE TRAY SUSPENSION SET

44 mm    55 mm     0,025 kg

 a      h           Weight

100 mm  65 mm 114,5 mm  0,3 kg

a      b       h        Weight

100 mm  65 mm 102,5 mm  0,4 kg

a      b       h        Weight

   a        b         h        Weight
365 mm  470 mm  300 mm  2.7 kg    

*EAE, reserves the right to make changes without prior notice.
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OPERATION 
COST ANALYSIS

400 W
Metal Halide

4x54 W
REVO Flourscent

132 W
SRound 

Light Level (Eort)
Bulb Life (Hour)
Luminaire Number (Pieces)
Bulb Number (Pieces)
Bulb Power (W)
Balast/Driver Loss (W)
Luminaire Power (W)
Total Consumption Power (kW)

Annual Bulb Changing Cost ($)
Daily Working Hours (Hour/Day)
Annual Working Day Number
Annual Working Hours (Hour/Year)
Enegy Unit Price ($/kwh)

350 lux
23.000

30
120
216
16

232 W
7,0 kW

350 lux
60.000

20
0

120
12

132 W

61,31
16

330,0
5.280
0,10

16
330,0
5.280
0,10

350 lux
8.000

25
25
400
50

450 W
11.3 kW

360,00
16

330,0
5,280
0,10

0,00

2,6 kW

ENERGY SAVING

%74
RETURN OF INVESTMENT

(New Projects)

6 mon

SRound V2

METAL HALIDE  

ENERGY SAVING

%53
RETURN OF INVESTMENT

(New Projects)

12 mon

SRound V2

REVO FLUORESCENT  

400 W
Metal Halide

400 W
Metal Halide

4x54 Revo 
Flourescent

132 W
SRound 

132 W
SRound 

132 W
SRound 

NEW INVESTMENT

RE-FIT

REFERENCE PRODUCT

REFERENCE PRODUCT

REFERENCE PRODUCT

6 MONTHS

24 MONTHS

4x54 Revo 
Flourescent

132 W
SRound 

REFERENCE PRODUCT 12 MONTHS

12 MONTHS

INVESTMENT RETURN
ANALYSIS
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LOW LOWBAY Models

ASYMMETRIC Models

ARENA INDUSTRY Mid Power LED

ARENA INDUSTRY Power LED

LOWBAY INDUSTRY Mid Power LED

LOWBAY INDUSTRY Power LED

ARENA Models

LOWBAY Models

PURCHASE ORDER TABLE

Product Type Product Code Power (W) Weight (kg)
Working Ambient 

Temperature
(oC)

56 W (4000K) SRD 056U 40FS00 AR 9K10 V.2.504 56,1 8,2 -25oC / +60oC 

62 W (4000K) SRD 062U 40FS00 AR 9K20 V.2.252 61,9 8,2 -25oC / +55oC

76 W (4000K) SRD 076U 40FS00 AR 11K7 V.2.504 76,3 8,2 -25oC / +50oC

79 W (4000K) SRD 079U 40FS00 AR 11K1 V.2.252 78,8 8,2 -25oC / +45oC

87 W (4000K) SRD 087U 40FS00 AR 13K3 V.2.504 86,9 8,2 -25oC / +50oC

92 W (4000K) SRD 092U 40FS00 AR 12K6 V.2.252 91,5 8,2 -25oC / +45oC

100 W (4000K) SRD 100U 40FS00 AR 15K1 V.2.504 100,3 8,2 -25oC / +45oC

132 W (4000K) SRD 132U 40FS00 AR 19K2 V.2.504 132,4 8,2 -25oC / +40oC

163 W (4000K) SRD 163U 40FS00 AR 25K0 V.2.504 162,7 8,2 -25oC / +40oC

222 W (4000K) SRD 225U 40FS00 AR 31K6 V.2.144 HLV 221,8 8,2 -25oC / +40oC

222 W (4000K) SRD 225U 40FS00 AR 31K6 V.2.144 TRD 221,8 8,2 -25oC / +45oC

 S
R
ou

nd
 IN

D
U

S
TR

Y
 V

2 
M

O
D

EL
S

S
R
ou

nd
 V

2 
M

O
D

EL
S

56 W (4000K) SRD 056U 40FS00 LB 9K10 V.2.504 56,2 8,2 -25oC / +60oC 

62 W (4000K) SRD 062U 40FS00 LB 9K20 V.2.252 61,9 8,2 -25oC / +55oC

76 W (4000K) SRD 076U 40FS00 LB 11K7 V.2.504 76,6 8,2 -25oC / +50oC

79 W (4000K) SRD 079U 40FS00 LB 11K1 V.2.252 78,8 8,2 -25oC / +45oC

87 W (4000K) SRD 087U 40FS00 LB 13K3 V.2.504 86,7 8,2 -25oC / +50oC

92 W (4000K) SRD 092U 40FS00 LB 12K6 V.2.252 91,5 8,2 -25oC / +45oC

100 W (4000K) SRD 100U 40FS00 LB 15K1 V.2.504 100,3 8,2 -25oC / +45oC

132 W (4000K) SRD 132U 40FS00 LB 19K2 V.2.504 132,7 8,2 -25oC / +40oC

163 W (4000K) SRD 163U 40FS00 LB 25K0 V.2.504 162.8 8,2 -25oC / +40oC

222 W (4000K) SRD 225U 40FS00 LB 31K6 V.2.144 HLV 221,8 8,2 -25oC / +40oC

222 W (4000K) SRD 225U 40FS00 LB 31K6 V.2.144 TRD 221,8 8,2 -25oC / +45oC

56 W (4000K) SRD 056U 40FS00 XW 9K10 V.2.504 55,3 8,2 -25oC / +60oC 

60 W (4000K) SRD 062U 40FS00 XW 9K20 V.2.252 60,5 8,2 -25oC / +55oC

75 W (4000K) SRD 076U 40FS00 XW 11K7 V.2.504 76,6 8,2 -25oC / +50oC

78 W (4000K) SRD 079U 40FS00 XW 11K1 V.2.252 78 8,2 -25oC / +45oC

87 W (4000K) SRD 087U 40FS00 XW 13K3 V.2.504 86,9 8,2 -25oC / +50oC

91 W (4000K) SRD 092U 40FS00 XW 12K6 V.2.252 90,7 8,2 -25oC / +45oC

56 W (4000K) SRD 056U 40FS00 AS 8K67 V.2.504 56,2 8,2 -25oC / +60oC 

74 W (4000K) SRD 074U 40FS00 AS 10K9 V.2.504 73,5 8,2 -25oC / +50oC

87 W (4000K) SRD 087U 40FS00 AS 12K9 V.2.504 86,8 8,2 -25oC / +50oC

98 W (4000K) SRD 098U 40FS00 AS 14K4 V.2.504 98 8,2 -25oC / +45oC

132 W (4000K) SRD 132U 40FS00 AS 18K7 V.2.504 132,1 8,2 -25oC / +40oC

56 W (4000K) SRD 056U 40FS24 AR 9K10 V.2.504 MPEND 56,1 8,4 -35oC / +70oC 

76 W (4000K) SRD 076U 40FS24 AR 11K7 V.2.504 MPEND 75,4 8,4 -35oC / +60oC

88 W (4000K) SRD 087U 40FS24 AR 13K3 V.2.504 MPEND 88,5 8,4 -35oC / +60oC

Product Type Product Code Power (W) Weight (kg)
Working Ambient 

Temperature
(oC)

56 W (4000K) SRD 056U 40FS24 LB 9K10 V.2.504 MPEND 56 8,4 -35oC / +70oC 

76 W (4000K) SRD 076U 40FS24 LB 11K7 V.2.504 MPEND 75,5 8,4 -35oC / +60oC

88 W (4000K) SRD 087U 40FS24 LB 13K3 V.2.504 MPEND 88,7 8,4 -35oC / +60oC

68 W (4000K) SRD 068U 40FS24 AR 10K5 V.2.88 PEND 67,8 11,4 -35oC / +75oC 

68 W (4000K) IP66 SRD 068U 40FS24 AR 10K5 66 V.2.88 PEND 67,8 11,4 -35oC / +75oC

136 W (4000K) SRD 137U 40FS24 AR 18K0 V.2.88 PEND 136,6 11,4 -35oC / +60oC

136W (4000K) IP66 SRD 137U 40FS24 AR 18K0 66 V.2.88 PEND 136,6 11,4 -35oC / +60oC

68 W (4000K) SRD 068U 40FS24 LB 10K5 V.2.88 PEND 67,9 11,4 -35oC / +75oC 

68 W (4000K) IP66 SRD 068U 40FS24 LB 10K5 66 V.2.88 PEND 67,9 11,4 -35oC / +75oC

136 W (4000K) SRD 137U 40FS24 LB 18K0 V.2.88 PEND 136,5 11,4 -35oC / +60oC

136 W (4000K) IP66 SRD 137U 40FS24 LB 18K0 66 V.2.88 PEND 136,5 11,4 -35oC / +60oC
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REVOLED-S V2
ARENA (60o) - LOWBAY (90o)

Housing 
Optical
Diffuser
Light Source 
Power
Arena
Lowbay
Lumen
Arena
Lowbay
Input Voltage  
Color Temperature  
CRI    
IP 
Installation
Colors

Technical Specifications

Photometric Curve

Purchase Order Table

: Aluminum profile
: Miro silver reflector narrow / wide angle
: Tempered glass with safety film
: SMD LED

: 40 W / 71 W / 112 W / 139 W
: 40 W / 68 W / 110 W / 140 W

: 5194 lm / 9668 lm / 14974 lm / 18984 lm
: 5378 lm / 9450 lm / 15332 lm / 19439 lm
: 220-240V AC 50/60Hz
: Warm White / Natural White / Cool White
: >80
: IP65
: Surface-Mounted
: RAL 9006

Options

HEAVY-DUTY HIGH-BAY LUMINAIRE 
Revoled-S V2 has been designed with the aim of perfect conformance to industrial projects in all its details from 
its light source to its cooler, and from its diffuser to its housing form. “Revoled-S V2”, which blends in with many 
sectors from high ceiling to low ceiling, from food facilities to automotive sector, provides many advantages such 
as high energy savings, ease of maintenance, long useful life, job safety, and many other subjects.

LED

Emergency Kit Compatibility : Yes (1-3 hours)
DALI Compatibility  : Yes
KAM Compatibility  : Yes

Technical Drawing
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Product Type Product Code Power (W) Weight 
(kg)

40 W (4000K) RVL 040U 40TF00 AR 5K20 V.2 39,5 3,7

71 W (4000K) RVL 070U 40TF00 AR 9K45 V.2 71 6,2

112 W (4000K) RVL 110U 40TF00 AR 14K8 V.2 112,1 9,3

139 W (4000K) RVL 140U 40TF00 AR 18K9 V.2 139,4 11,9

40 W (4000K) RVL 040U 40TF00 LB 5K30 V.2 39,5 3,7

68 W (4000K) RVL 070U 40TF00 LB 9K45 V.2 67,6 6,2

110 W (4000K) RVL 110U 40TF00 LB 15K3 V.2 110,2 9,3

      140 W (4000K) RVL 140U 40TF00 LB 19K5 V.2 140,3 11,9

ARENA Models

LOWBAY Models

Type

Type

40 W

40 W

71 W

68 W

112 W

110 W

139 W

140 W

a

a

416

416

688

688

1000

1000

1310

1310

b

b

223

223

223

223

223

223

223

223

h

h

75

75

75

75

75

75

75

75

ARENA Models

LOWBAY Models

*EAE, reserves the right to make changes without prior notice.

Dimensions (mm)
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REVOLED-S V2
RAF

Housing 
Optical
Diffuser
Light Source 
Power
Lumen

Input Voltage  
Color Temperature  
CRI    
IP  
Installation
Colors

Technical Specifications

Photometric Curve

Purchase Order Table

: Aluminum profile
: Miro silver reflector extra wide angle
: Tempered glass with safety film
: SMD LED
: 47 W / 57 W / 74 W / 87 W / 128 W 
: 6072 lm / 7212 lm / 9131 lm / 11053 lm 
  15669 lm 
: 220-240V AC 50/60Hz
: Warm White / Natural White / Cool White
: >80
: IP65
: Surface-Mounted
: RAL 9006

Options

HEAVY-DUTY HIGH-BAY LUMINAIRE 
Food from the facility, allowing it to adapt to many sectors such as the automotive industry. 
Shelf space, the narrow corridors are preferred.

LED

Emergency Kit Compatibility : Yes (1-3 hours)
DALI Compatibility  : Yes
KAM Compatibility  : Yes

Technical Drawing

a b

h
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90o
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45o 45o

30o 30o
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15o 15o0o

600

900

RAF

Product Type Product Code Power 
(W)

Weight 
(kg)

47 W (4000K) RVL 048U 40TF00 XL 6K00 V.2 47,5 7,2

57 W (4000K) RVL 058U 40TF00 XL 7K20 V.2 57,4 7,2

74 W (4000K) RVL 074U 40TF00 XL 9K13 V.2 73,5 8,7

87 W (4000K) RVL 087U 40TF00 XL 11K0 V.2 87 10,2

128 W (4000K) RVL 128U 40TF00 XL 15K6 V.2 128,4 12,9

RAF Models

Type
47 W
57 W
74 W
87 W
128 W

a
775
775
957
1139
1140

b
220
220
220
220
220 

h
74
74
74
74
74

*EAE, reserves the right to make changes without prior notice.

Dimensions (mm)
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REVOLED-S V2 INDUSTRY
ARENA (60o) - LOWBAY (90o) - RAF

Housing 
Optical
Diffuser
Light Source 
Power
Arena
Lowbay
Raf
Lumen
Arena
Lowbay
Raf
Input Voltage  
Color Temperature 
CRI    
IP  
Installation
Colors

Technical Specifications

Photometric Curve Purchase Order Table

: Aluminum profile
: Miro silver reflector narrow / wide / extra wide angle
: Tempered glass with safety film
: SMD LED

: 40 W / 71 W / 112 W / 139 W
: 40 W / 68 W / 110 W / 140 W
: 47 W / 57 W / 74 W / 87 W / 128 W 

: 5194 lm / 9668 lm / 14974 lm / 18984 lm
: 5378 lm / 9450 lm / 15332 lm / 19439 lm 
:  6072 lm / 7212 lm / 9131 lm / 11053 lm / 15669 lm
: 220-240V AC 50/60Hz
: Warm White / Natural White / Cool White
: >80
: IP65
: Surface-Mounted
: RAL 9006

Options

HEAVY-DUTY HIGH-BAY LUMINAIRE 
Iron and steel and glass industry, in hot areas and in cold storage is preferred. 
Driver output 4 kV It is more resistant against the league.

LED

DALI Compatibility  : Yes
KAM Compatibility  : Yes

Technical Drawing

a b

h
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ARENA LOWBAY RAF

ARENA - LOWBAY Models

RAF Models
Type

46 W

57 W
74 W
85 W
99 W
130 W

a

775

775
957
1139
1140
1412

b

220

220
220
220
220
220

h

74

74
74
74
74
74

Type

40 W
75 W
114 W
153 W

a

585
688
1000
1310

b

223
223
223
223

h

75
75
75
75

Product Type Product Code Power 
(W)

Weight 
(kg)

40  W (4000K) RVL 040U 40TF06 AR 5K20 V.2 39,5 3,7

71 W (4000K) RVL 070U 40TF06 AR 9K45 V.2 71 6,2

112 W (4000K) RVL 110U 40TF06 AR 14K8 V.2 112,1 9,3

139 W (4000K) RVL 140U 40TF06 AR 18K9 V.2 139,4 11,9

40 W (4000K) RVL 040U 40TF06 LB 5K30 V.2 39,5 3,7

68 W (4000K) RVL 070U 40TF06 LB 9K45 V.2 67,6 6,2

110 W (4000K) RVL 110U 40TF06 LB 15K3 V.2 110,2 9,3

140 W (4000K) RVL 140U 40TF06 LB 19K5 V.2 140,3 11,9

47 W (4000K) RVL 048U 40TF00 XL 6K00 V.2 47,5 7,2

57 W (4000K) RVL 058U 40TF00 XL 7K20 V.2 57,4 7,2

74 W (4000K) RVL 074U 40TF00 XL 9K13 V.2 73,5 8,7

87 W (4000K) RVL 087U 40TF00 XL 11K0 V.2 87 10,2

128 W (4000K) RVL 128U 40TF00 XL 15K6 V.2 128,4 12,9

ARENA Models

LOWBAY Models

RAF Models

*EAE, reserves the right to make changes without prior notice.

Dimensions (mm)

*Working ambient temperature
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REVOLED-S V3 SC
LOWBAY (90O)

Housing 
Optical
Diffuser
Light Source 
Power
Lumen
Input Voltage  
Color Temperature  
CRI    
IP  
Installation
Colors

Technical Specifications

Photometric Curve

: Aluminum profile
: High reflectance PC reflector
: Tempered glass with safety film
: SMD LED
: 38 W / 70 W / 106 W / 142 W
: 5483 lm / 10345 lm / 15732 lm / 21060 lm
: 220-240V AC 50/60Hz
: Warm White / Natural White / Cool White
: >80
: IP65
: Surface-Mounted
: RAL 9006

Options

Revoled-S SC V3, was designed with the aim of perfect compatibility to industrial projects in all its details from its 
light source to cooler and from its diffuser to body form. Compatible with high ceilings and low shelves and many 
industries from food to automative, Revoled-S Sc V3 offers benefits in high energy saving, maintainability, long 
lasting, work safety and many other points.

LED

Emergency Kit Compatibility : Yes (1-3 hours)
DALI Compatibility  : Yes
KAM Compatibility  : Yes

Technical Drawing

a b

h
90o

105o

90o

105o

75o 75o

60o 60o

45o 45o

30o 30o

cd/klm
C0 - C180 C90 - C270 %100

15o 15o0o

300

200

400

500

600

Type
38 W
70 W
106 W
142 W

a
585
688
1000
1310

b
220
220
220
220

h
74
74
74
74

Purchase Order Table

Product Type Product Code Power 
(W)

Weight 
(kg)

38 W (4000K) RVL 038U 40TF00 90 5K48 V3 38,1 4

70 W (4000K) RVL 070U 40TF00 90 10K3 V3 70,1 6,4

106 W (4000K) RVL 106U 40TF00 90 15K7 V3 106,2 9,2

142 W (4000K) RVL 142U 40TF00 90 21K0 V3 142,2 11,9

LOWBAY Models

*EAE, reserves the right to make changes without prior notice.

Dimensions (mm)

HEAVY-DUTY HIGH-BAY LUMINAIRE 
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REVOLED-S V3
ARENA (60O) LOWBAY (60O) 

Housing
Optical
Diffuser
Light Source 
Power
Arena
Lowbay
Lumen
Arena
Lowbay
Input Voltage  
Color Temperature 
CRI    
IP  
Installation
Colors

Technical Specifications

: Aluminium profile housing
: Narrow angle-Wide angle miro silver reflector
: Tempered glass with safety film
: SMD LED

: 38 W / 74 W / 112 W / 137 W
: 38 W / 74 W / 137 W

: 5497 lm / 10944 lm / 15297 lm / 19085 lm
: 5581 lm / 10969 lm / 19460 lm
: 220-240V AC 50/60Hz
: Warm White / Natural White / Cool White
: >80
: IP65
: Surface Mounted
: RAL 9006

Options

Revoled-S V.3 has been designed to meet all criteria of industry from food to automotive sectors. Offering 
high energy saving, long life time and high work safety.

Emergency Kit Compatibility : Yes (1-3 hours)
DALI Compatibility  : Yes

LED

Photometric Curve Purchase Order Table

Product Type Product Code Power
(W)

Weight 
(kg)

38 W (4000K) RVL 038U 40TF00 AR 5K49 V3 37,9 3,7

74 W (4000K) RVL 074U 40TF00 AR 10K9 V3 73,8 6,2

112 W (4000K) RVL 112U 40TF00 AR 15K2 V3 111,8 9,3

137 W (4000K) RVL 137U 40TF00 AR 19K0 V3 136,8 11,9

38 W (4000K) RVL 038U 40TF00 AR 5K49 V3 38,3 3,7

74 W (4000K) RVL 074U 40TF00 AR 10K9 V3 73,7 6,2

137 W (4000K) RVL 112U 40TF00 AR 15K2 V3 137,8 11,9

ARENA Models

LOWBAY Models

Technical Drawing

a b

h

Type
38 W
74 W
112 W
137 W

a
416
688
1000
1310

b
223
223
223
223

h
75
75
75
75

ARENA-LOWBAY Models Dimensions (mm)

HEAVY-DUTY HIGH-BAY LUMINAIRE 

90o

105o

90o

105o

90o

105o

90o

105o

75o 75o75o 75o

60o 60o60o 60o

45o 45o45o 45o

30o 30o30o 30o

cd/klm cd/klm
C0 - C180 C0 - C180C90 - C270 C90 - C270%100 %100

15o 15o15o 15o0o 0o

300 300

200 200

400 400

500
600

ARENA LOWBAY
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ENERGY SAVING
Having efficacy of 135 lm/W, energy saving ratio 
of Revoled-S compared to MH and fluorescent 
luminaires is 71% and 52% respectively.

STABLE LIGHT LEVEL
Revoled-S has maximum 10% light loss while HID 
and fluorescent luminaires have 50% and 20% 
losses respectively, near the end of life span.

ENVIRONMENT FRIENDLY
All HID and fluorescent bulbs contain certain amount 
of mercury which is known as a toxic gas. LED light 
sources do not contain mercury at all. 

LONG LIFE SPAN
LED light sources have 2-3 times longer life span 
compared to fluorescent ones and 6-8 times to HID. 

INSTANT LIGHTING UP AND LIGHTING CONTROL ABILITIES
HID luminaires warm-up time of 5-10 minutes during power 
failure and non-ability of non-dimmable magnetic ballast to 
be connected to an automation system, effects negatively 
the operation of plants . 

TROUBLE FREE OPERATION
Especially difficulty of intervention in high bay 
application is able to be surpasses thanks to LED 
luminaires. 

HIGH COLOR RENDERING
Revoled-S has high CRI (colour rendering index) as 
>80. This is very important especially in industries like 
textile where this value is critical. 

WORK SAFETY
Robust mechanical structure of the housing, ability 
the diffuser to be always connected to the housing 
even if it is broken and prevention of piling of dust 
and particles on the housing shows that the luminaire 
conforms to work safety criteria.

WHY REVOLED-S ?

Cable tray suspension set

Adjustable suspension set

Busbar suspension set

CONNECTION TYPES
Having ability to be adopted to Automation System 
and to be equipped with Emergency Kit, as an
option cable entry for energy, automation and
emergency can be seperated. 

MOUNTING KITS

Revoled-S has specially designed 

suspension sets for various applications.

THERMAL DESIGN

Thanks to high thermal efficiency of the housing, working 
temperature results in -250C. +450C for products having standard 
driver and -250C. +650C for products having industrial driver.

ACCESS TO ELECTRICAL COMPONENTS
Opening of the glass cover and access to 
electrical components are simple and easy.

*EAE, reserves the right to make changes without prior notice.
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ENERGY SAVING

%74
ENERGY SAVING

%53
RETURN OF INVESTMENT

(New Projects)

0,6 yrs

REVOLED-S SC

METAL HALIDE  

REVOLED-S SC

REVO FLUORESCENT

RETURN OF INVESTMENT
(New Projects)

1,4 yrs

METAL HALIDE 400 W
196 Pcs.

REVO FLUORESCENT
4*54 W

REVOLED-S SC
132 W

Light Level 300 lux 300 lux  300 lux

Luminaire Pieces 196 210 160

Luminaire Power 450 W 232 W 132 W

Total Power Consumption 88,2 kW 48,7 kW 22,7 kW

400 W
METAL HALIDE

4*54 W REVO                      REVOLED-S SC 
132 W

*EAE, reserves the right to make changes without prior notice.
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PB2
ARENA (60o)  

Housing 
Optical
Diffuser
Light Source 
Power
Lumen
Input Voltage  
Color Temperature  
CRI    
IP  
Installation
Colors

: Aluminum injection housing
: 60o reflector
: Tempered transparent glass
: SMD LED
: 36 W / 72 W / 88 W / 106 W
: 4740 lm / 9380 lm / 11912 lm / 13869 lm
: 220-240V AC 50/60Hz
: Warm white / Naturel white / Cool white
: >70
: IP66
: Surface, Pendant
: SW 306G

Options Purchase Order Table

The Arena models of the CAMINO product family provide the optimum solution for the different lighting needs of 
industrial plants. Its rounded housing end prevents dust and dirt from accumulating on its surface.

Emergency Kit Compatibility : Yes (1-3 hours)
DALI Compatibility  : Yes

90o

105o

90o

105o

75o 75o

60o 60o

45o 45o

30o 30o

cd/klm
C0 - C180 C90 - C270 %97

15o 15o0o

600

400

800

1000

LED 66

Ø

h

Ø
500

h
163

Dimensions (mm)

HEAVY-DUTY HIGH-BAY LUMINAIRE 

Technical DrawingTechnical Specifications

Photometric Curve

Product Type Product Code Power
(W)

Weight
(kg)

36 W (4000K) PB2 036U 40FS00 AR 4K74IC 36 6,9

72 W (4000K) PB2 072U 40FS00 AR 9K48IC 72 6,9

88 W (4000K) PB2 088U 40FS00 AR 11K72IC 88 6,9

106 W (4000K) PB2 106U 40FS00 AR 13K72IC 106 6,9
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Ø
500

a
163

Housing 
Optical
Diffuser
Light Source 
Power
Lumen
Input Voltage  
Color Temperature  
CRI    
IP  
Installation
Colors

Photometric Curve

Options

The Lowbay & Low Lowbay models of the CAMINO product family provide the optimum solution for the different 
lighting needs of industrial plants. Its rounded housing end prevents dust and dirt from accumulating on its surface.

Emergency Kit Compatibility : Yes (1-3 hours)
DALI Compatibility  : Yes

90o

105o

90o

105o

75o 75o

60o 60o

45o 45o

30o 30o

cd/klm
C0 - C180 C90 - C270 %94

15o 15o0o

320

480

640

PB2
LOWBAY (90o) - LOW LOWBAY (110o)

LED 66

Ø

a

Dimensions (mm)

HEAVY-DUTY HIGH-BAY LUMINAIRE 

Technical DrawingTechnical Specifications
: Aluminum injection housing
: Wide angle and extra wide angle reflector
: Tempered transparent glass
: SMD LED
: 35 W / 63 W / 88 W / 106 W
: 4849 lm / 8960 lm / 12411 lm / 14774 lm
: 220-240V AC 50/60Hz
: Warm White / Natural White / Cold White
: >70 / >80
: IP66
: Surface, Pendant
: SW 306G

Product Type Product Code Power 
(W)

Weight
(kg)

35 W (4000K) PB2 035U 40FS00 LB 4K84IC 34,8 5,8

63 W (4000K) PB2 063U 40FS00 LB 8K96IC 62,5 5,8

88 W (4000K) PB2 088U 40FS00 LB 12K4HP 87,8 5,8

106 W (4000K) PB2 106U 40FS00 LB 14K7HP 106 5,8

Purchase Order Table
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Photometric Curve

Purchase Order Table

Etanj V3

PG Cable Gland 

Housing 
Diffuser
Light Source 
Power

Lumen

Input Voltage  
Color Temperature  
CRI    
IP 
Installation
Colors

Technical Specifications
: Aluminum extrusion housing and cap
: Glare controlled opal diffuser
: SMD LED
: 9.9 W / 18.9 W / 22.3 W / 22.6 W / 31.2 W / 30.9 W  
  37.4 W / 37.2 W / 56.1 W / 72.5 W
: 951.3 lm / 2191 lm / 2860.1 lm / 2911.8 lm / 3956.3 lm 
  3954 lm / 4824.4 lm / 4828.9 lm / 7276.6 lm / 9074 lm
: 220-240V AC 50/60Hz
: Warm White / Natural White / Cool White
: >80
: IP64
: Surface-Mounted
: Anodized Aluminum

Options

105o 105o

90o 90o

75o 75o

60o 60o

45o 45o

30o 30o

cd/klm
C0 - C180 C90 - C270 %100

15o 15o0o

240

160

LINA ETANJ V3 / PG Cable Gland 

Etanj V3

Technical Drawing

PG Cable Gland

a

d

b

h

a

b

h

Product Type Product Code Power 
(W)

Weight 
(kg)

10 W (4000K) LNE 010U 40OD00 1K0 030 ST V.3 9,9 0,8

19 W (4000K) LNE 020U 40OD00 2K1 053 ST V.3 18,9 1,1

23 W (4000K) LNE 023U 40OD00 2K8 085 ST V.3 22,3 1,6

23 W (4000K) LNE 023U 40OD00 2K9 125 ST V.3 22,6 2,2

31 W (4000K) LNE 030U 40OD00 3K9 085 ST V.3 31,2 2,2

31 W (4000K) LNE 030U 40OD00 3K9 125 ST V.3 30,9 2,2

38 W (4000K) LNE 038U 40OD00 4K8 085 ST V.3 37,4 1,6

38 W (4000K) LNE 038U 40OD00 4K8 125 ST V.3 37,2 2,2

56 W (4000K) LNE 055U 40OD00 7K2 149 ST V.3 56,1 2,7

72 W (4000K) LNE 072U 40OD00 9K1 149 ST V.3 72,5 2,7

Product Type Product Code Power 
(W)

Weight 
(kg)

10 W (4000K) LNE 010U 40OD00 1K0 030 PG V.3 9,9 0,8

19 W (4000K) LNE 020U 40OD00 2K1 053 PG V.3 18,9 1,1

23 W (4000K) LNE 023U 40OD00 2K8 085 PG V.3 22,3 1,6

23 W (4000K) LNE 023U 40OD00 2K9 125 PG V.3 22,6 2,2

31 W (4000K) LNE 030U 40OD00 3K9 085 PG V.3 31,2 2,2

31 W (4000K) LNE 030U 40OD00 3K9 125 PG V.3 30,9 2,2

38 W (4000K) LNE 038U 40OD00 4K8 085 PG V.3 37,4 1,6

38 W (4000K) LNE 038U 40OD00 4K8 125 PG V.3 37,2 2,2

56 W (4000K) LNE 055U 40OD00 7K2 149 PG V.3 56,1 2,7

72 W (4000K) LNE 072U 40OD00 9K1 149 PG V.3 72,5 2,7

LED 64

*EAE, reserves the right to make changes without prior notice.

Lina Etanj V3 and PG Cable Gland, with its high IP protected body, is a secure 
lighting solution for car parks, warehouses, humid and wet areas. Compared to 
conventional lighting systems, it offers long life and maximum energy saving.  It 
enables easy montage without tools and maintenance where transportation and 
maintenance are difficult.

Dimensions (mm)

Dimensions (mm)
Type

373
600
920
1320
1560

9.9 W
18.9 W
22.3 W / 31.2 W / 37.4 W
22.6 W / 30.9 W / 37.2 W
56.1 W / 72.5 W

a b h d
65
65
65
65
65

83
83
83
83
83

70
70
70
70
70

Type
318
545
865
1265
1505

9.9 W
18.9 W
22.3 W / 31.2 W / 37.4 W
22.6 W / 30.9 W / 37.2 W
56.1 W / 72.5 W 

a b h d
65
65
65
65
65

83
83
83
83
83

15
15
15
15
15

DALI Compatibility                   : Yes
Emergency Kit Compatibility  : Yes (1-3 hours)   
Sensor Compatibility   : Yes

HEAVY-DUTY HIGH-BAY LUMINAIRE 
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Photometric Curve

Purchase Order Table

Housing 
Diffuser
Light Source 
Power
Lumen

Input Voltage  
Color Temperature  
CRI    
IP  
Installation
Colors

Technical Specifications
: Aluminum extrusion housing and cap
: Glare controlled opal diffuser
: SMD LED
: 9.5 W / 20.9 W / 20.2 W / 29.7 W / 28.1 W / 39.5 W
: 975.9 lm / 2229.9 lm / 2320.8 lm / 2960.3 lm / 3110.6 lm  
  4152.7 lm
: 220-240V AC 50/60Hz
: Warm White / Natural White / Cool White
: >80
: IP64
: Surface-Mounted
: Anodized Aluminum

Options

DALI Compatibility   : Yes  
Emergency Kit Compatibility  : Yes (1-3 hours)

LINA ETANJ Mini

Technical Drawing

Product Type Product Code Power 
(W)

Weight 
(kg)

10 W (4000K) LNE 010U 40OD00 1K0 053PG MN 9,5 0,8

21 W (4000K) LNE 020U 40OD00 2K3 100PG MN 20,9 1,3

20 W (4000K) LNE 020U 40OD00 2K4 125PG MN 20,2 1,5

30 W (4000K) LNE 030U 40OD00 2K9 100PG MN 29,7 1,3

28 W (4000K) LNE 030U 40OD00 3K1 149PG MN 28,1 1,8

40 W (4000K) LNE 040U 40OD00 4K1 149PG MN 39,5 1,8

Lina Etanj Mini, with its high IP protected body minimized to minimal sizes, is ideal for car parks, warehouses, 
humid areas, machine parks and production lines where a balanced coexistence of performance and economy is 
needed. Thanks to its advanced design, it enables easy montage without tools and maintenance

*EAE, reserves the right to make changes without prior notice.

64LED

135o135o

120o120o

105o105o

90o90o

75o75o

60o60o

45o45o

cd/klm
C0 - C180 C90 - C270 %100

15o15o 30o30o 0o

100
150
200
250
300
180 165o165o 150o150o d

b

h

a
Dimensions (mm)

Type
543
1023

1503
1263

9.5 W
20.9 W / 29.7 W
20.2 W
28.1 W / 39.5 W

a b h d
47
47
47
47

70
70
70
70

15
15
15
15

HEAVY-DUTY HIGH-BAY LUMINAIRE 
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Photometric Curve

Purchase Order Table

Housing 
Diffuser
Light Source 
Power
Arena
Lowbay
Lumen
Arena
Lowbay
Input Voltage  
Color Temperature  
CRI    
IP  
Installation
Colors

Technical Specifications
: Aluminum extrusion housing and cap
: Glare controlled opal diffuser (60o and 90o lens)
: SMD LED

: 29 W / 38 W / 58 W
: 20 W / 29 W / 38 W / 48 W / 58 W

: 3854 lm / 4920 lm / 7435 lm
: 2364 lm / 3753 lm / 4726.3 lm / 5909 lm / 7356 lm
: 220-240V AC 50/60Hz
: Warm White / Natural White / Cool White
: >80
: IP64
: Surface-Mounted
: Anodized Aluminum

Options

DALI Compatibility   : Yes  
Emergency Kit Compatibility  : Yes (1-3 hours)   

LINA Lens
ARENA (60o) - LOWBAY (90o)

LED 64

Technical Drawing

Product Type Product Code Power 
(W)

Weight 
(kg)

29 W (4000K) LNE 029U 40OD00 3K8 090PG 60 29,2 2,5

38 W (4000K) LNE 038U 40OD00 4K9 110PG 60 37,5 3,3

58 W (4000K) LNE 058U 40OD00 7K4 145PG 60 58,5 3,8

Product Type Product Code Power 
(W)

Weight 
(kg)

20 W (4000K) LNE 020U 40OD00 2K3 060PG 90 20,2 2

29 W (4000K) LNE 029U 40OD00 3K7 090PG 90 29,3 2,5

38 W (4000K) LNE 038U 40OD00 4K7 110PG 90 37,5 3,3

48 W (4000K) LNE 048U 40OD00 6K0 145PG 90 47,8 3,8

58 W (4000K) LNE 058U 40OD00 7K3 145PG 90 58,6 3,8

d

b

h

a

Lina Lens, with its strong body, was designed for a wide range of applications on car parks (typically low 
shelves) or warehouses (high ceilings) and contains optimum solutions for energy saving. Thanks to its smart 
termination caps, its luminaire montage providing different electric connections with installation cables and 
connection ports is easy.

*EAE, reserves the right to make changes without prior notice.

Dimensions (mm)Arena

Lowbay

Arena Lowbay

105o 105o105o 105o

90o 90o90o 90o

75o 75o75o 75o

60o 60o60o 60o

45o 45o45o 45o

30o 30o30o 30o

cd/klm cd/klm
C0 - C180 C0 - C180C90 - C270 C90 - C270%100 %100

15o 15o15o 15o0o 0o

500

500
600

400

400

300

200

Type

Type

910

623

1197

910

1484

1484

1197

1484

29 W

20 W

38 W

29 W

48 W

58 W

38 W

58 W

a

a

b

b

h

h

d

d

86

86

86

86

86

86

86

86

92

92

92

92

92

92

92

92

30

30

30

30

30

30

30

30

HEAVY-DUTY HIGH-BAY LUMINAIRE 

Arena

Lowbay
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Photometric Curve

Housing 
Diffuser
Light Source 
Power

Lumen

Input Voltage  
Color Temperature  
CRI    
IP  
Installation
Colors

Technical Specifications
: Aluminum extrusion housing and cap
: Glare controlled opal diffuser
: SMD LED
: 18.8 W / 22.6 W / 22.8 W / 28.5 W / 28.7 W / 29.1 W 
  40.7 W / 37.3 W / 42.1 W / 75.5 W
: 1915 lm / 2663.5 lm / 2678 lm / 3414.7 lm / 3425.2 lm  
  3537 lm
: 220-240V AC 50/60Hz
: Warm White / Natural White / Cool White
: >80
: IP64
: Surface-Mounted
: Anodized Aluminum

Options

DALI Compatibility   : Yes  
Emergency Kit Compatibility  : Yes (1-3 hours) 
Sensor Compatibility   : Yes

LINA ETANJ E / PG Cable Gland 

105o 105o

90o 90o

75o 75o

60o 60o

45o 45o

30o 30o

cd/klm
C0 - C180 C90 - C270 %100

15o 15o0o

240

160

PG Cable Gland 

PG Cable Gland 

Lina Etanj E and PG Cable Gland, with its high IP protected body, is a secure lighting 
solution for car parks, warehouses, humid and wet areas. Compared to conventional 
lighting systems, it offers long life and maximum energy saving.  It enables easy 
montage without tools and maintenance where transportation and maintenance are 
difficult.

Purchase Order Table

Etanj E
Product Type Product Code Power 

(W)
Weight 

(kg)

19 W (4000K) LNE 019U 40OD00 1K9 053 ST V.E 18,8 1,1

23 W (4000K) LNE 023U 40OD00 2K6 085 ST V.E 22,6 1,6

23 W (4000K) LNE 023U 40OD00 2K6 125 ST V.E 22,8 2,2

29 W (4000K) LNE 029U 40OD00 3K4 085 ST V.E 28,5 1,6

29 W (4000K) LNE 029U 40OD00 3K4 125 ST V.E 28,7 2,2

29 W (4000K) LNE 029U 40OD00 3K5 149 ST V.E 29,1 2,7

41 W (4000K) LNE 040U 40OD00 4K4 085 ST V.E 40,7 1,6

37 W (4000K) LNE 040U 40OD00 4K3 125 ST V.E 37,3 2,2

42 W (4000K) LNE 040U 40OD00 4K6 149 ST V.E 42,1 2,7

75 W (4000K) LNE 075U 40OD00 8K1 149 ST V.E 75,5 2,7

*EAE, reserves the right to make changes without prior notice.

LED 64

Technical Drawing

Etanj E

a

d

b

h

Dimensions (mm)

Type
600
920
1320
1560

18.8 W
22.6 W / 28.5 W / 40.7 W
22.8 W / 28.7 W / 37.3 W
29.1 W / 42.1 W / 75.5 W

a b h d
65
65
65
65

83
83
83
83

70
70
70
70

a

b

h

Dimensions (mm)

Type
545
865
1265
1505

18.8 W
22.6 W / 28.5 W / 40.7 W
22.8 W / 28.7 W / 37.3 W
29.1 W / 42.1 W / 75.5 W

a b h d
65
65
65
65

83
83
83
83

15
15
15
15

Product Type Product Code Power
 (W)

Weight
(kg)

19 W (4000K) LNE 019U 40OD00 1K9 053 PG V.E 18,8 1,1

23 W (4000K) LNE 023U 40OD00 2K6 085 PG V.E 22,6 1,6

23 W (4000K) LNE 023U 40OD00 2K6 125 PG V.E 22,8 2,2

29 W (4000K) LNE 029U 40OD00 3K4 085 PG V.E 28,5 1,6

29 W (4000K) LNE 029U 40OD00 3K4 125 PG V.E 28,7 2,2

29 W (4000K) LNE 029U 40OD00 3K5 149 PG V.E 29,1 2,7

41 W (4000K) LNE 040U 40OD00 4K4 085 PG V.E 40,7 1,6

37 W (4000K) LNE 040U 40OD00 4K3 125 PG V.E 37,3 2,2

42 W (4000K) LNE 040U 40OD00 4K6 149 PG V.E 42,1 2,7

75 W (4000K) LNE 075U 40OD00 8K1 149 PG V.E 75,5 2,7

HEAVY-DUTY HIGH-BAY LUMINAIRE 
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LED 66

SURFACE MOUNTED

LINA BOX

Lina Box, with its high IP protected body, is a secure lighting solution for car parks, warehouses, humid and wet 
areas. Compared to conventional lighting systems, it offers long life and maximum energy saving.  It enables easy 
montage without tools and maintenance where transportation and maintenance are difficult.

Photometric Curve

Housing 
Diffuser
Light Source 
Power
Lumen
Input Voltage  
Color Temperature  
CRI    
IP  
Installation
Colors

Technical Specifications
: Alüminyum ekstrüzyon gövde
: Clear glass
: Mid Power LED
: 19 W / 23 W / 28 W / 29 W / 40 W / 75 W
: 1900lm / 2600lm / 3200lm / 3400lm / 4300lm / 8100lm
: 220-240V AC 50/60Hz
: Warm White / Natural White / Cool White
: >80
: IP66
: Surface-Mounted
: Anodized Aluminum

d

b

h

a

105o 105o

90o 90o

75o 75o

60o 60o

45o 45o

30o 30o

cd/klm
C0 - C180 C90 - C270 %100

15o 15o0o

500

400

200

Type
1489
1489
1489

Standard
1 hours EKC*
3 hours EKC*

a b h d
76
76
76

70.5
70.5
70.5

15
15
15

Dimensions (mm)

Options

DALI Compatibility   : Yes  
Emergency Kit Compatibility  : Yes (1-3 hours)

Product Type Product Code

19 W (4000K) LNE 019U 40CM00 1K9 053 PG V.B

23 W (4000K) LNE 023U 40CM00 2K6 085 PG V.B

28 W (4000K) LNE 028U 40CM00 3K2 149 PG V.B

29 W (4000K) LNE 029U 40CM00 3K4 085 PG V.B

40 W (4000K) LNE 040U 40CM00 4K3 125 PG V.B SRT

75 W (4000K) LNE 075U 40CM00 8K1 149 PG V.B

Purchase Order Table

Technical Drawing
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Photometric Curve

Sanded GlassClear Glass

Purchase Order Table

Garled, with its high IP protected body, is ideal for car parks, warehouses, humid and wet areas. 
Its front surface with ground glass or transparent glass options, is tempered against break and 
fracture. It may be cabled with through wiring serial pass.

LED

Housing 
Diffuser
Light Source 
Power
Lumen
Clear Glass
Ground Glass
Input Voltage  
Color Temperature  
CRI    
IP  
Installation
Colors

Technical Specifications
: Aluminum extrusion housing and cap
: Clear glass / Sanded glass
: SMD LED
: 15.9 W / 31.4 W / 60 W 

: 1617.6 lm / 3329.5 lm / 6400.6 lm
: 1468.6 lm / 2884.3 lm / 5691.6 lm
: 220-240V AC 50/60Hz
: Warm White / Natural White / Cool White
: >80
: IP66
: Surface-Mounted
: Anodized Aluminum

Options

DALI Compatibility   : Yes  
Emergency Kit Compatibility  : Yes (1-3 hours)
KAM Compatibility   : Yes      
Tempered Glass   : Yes
Optical Options   : Clear Glass / Sanded Glass

GARLED ETANJ ECO

66

Technical Drawing

Clear Glass

Sanded Glass

Product Type Product Code Power 
(W)

Weight 
(kg)

16 W (4000K) GAR 016U 40SC00 1K6 030 15,9 1,4

31 W (4000K) GAR 031U 40SC00 3K3 069 31,4 2,9

60 W (4000K) GAR 060U 40SC00 6K4 126 60 5,7

16 W (4000K) GAR 016U 40KS00 1K4 030 15,9 1,4

31 W (4000K) GAR 031U 40KS00 2K8 069 31,4 2,9

60 W (4000K) GAR 060U 40KS00 5K6 126 60 5,7

105o 105o105o 105o

90o 90o90o 90o

75o 75o75o 75o

60o 60o60o 60o

45o 45o45o 45o

30o 30o30o 30o

cd/klm cd/klm
C0 - C180 C0 - C180C90 - C270 C90 - C270%100 %100

15o 15o15o 15o0o 0o

300 300

400 500

200 200

a b

h

Type

16 W
31 W
60 W

a

311
695
1265

b

73
73
73

h

61
61
61

*EAE, reserves the right to make changes without prior notice.

Dimensions (mm)

HEAVY-DUTY HIGH-BAY LUMINAIRE 
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Photometric Curve

Purchase Order Table

Housing 
Diffuser
Light Source 
Power
Clear Glass
Ground Glass
Lumen
Clear Glass
Ground Glass
Input Voltage  
Color Temperature  
CRI    
IP  
Installation
Colors

Technical Specifications
: Aluminum extrusion housing and cap
: Clear glass / Ground glass
: SMD LED

: 15 W / 29.6 W / 56.3 W 
: 15 W / 29.6 W / 56.2 W

: 1790.3 lm / 3548.2 lm / 6941 lm
: 1622.5 lm / 3082.3 lm / 6154.2 lm
: 220-240V AC 50/60Hz
: Warm White / Natural White / Cool White
: >80
: IP66
: Surface-Mounted
: Anodized Aluminum

Options

DALI Compatibility   : Yes  
Emergency Kit Compatibility  : Yes (1-3 hours)
DALI + Emergency Kit   : Yes      
Security Film Tempered Glass  : Yes
Optical Options   : Clear Glass / Sanded Glass

Technical Drawing

Clear Glass

Sanded Glass

Product Type Product Code Power 
(W)

Weight 
(kg)

15 W (4000K) GAR 016U 40SC00 1K6 030 15 1,4

30 W (4000K) GAR 029U 40SC00 3K5 069 29,6 2,9

56 W (4000K) GAR 056U 40SC00 6K9 126 56,3 5,7

15 W (4000K) GAR 016U 40KS00 1K6 030 15 1,4

30 W (4000K) GAR 029U 40KS00 3K0 069 29,6 2,9

56 W (4000K) GAR 056U 40KS00 6K1 126 56,2 5,7

a b

h

Clear Glass

105o 105o

90o 90o

75o 75o

60o 60o

45o 45o

30o 30o

cd/klm
C0 - C180 C90 - C270 %100

15o 15o0o

300

200

Sanded Glass

105o 105o

90o 90o

75o 75o

60o 60o

45o 45o

30o 30o

cd/klm
C0 - C180 C90 - C270 %100

15o 15o0o

300

400

500

200

Garled, with its high IP protected body, is ideal for car parks, warehouses, humid and wet areas. 
Its front surface with ground glass or transparent glass options, is tempered against break and 
fracture. It may be cabled with through wiring serial pass.

GARLED ETANJ HE

*EAE, reserves the right to make changes without prior notice.

LED 66

Type

15 W
30 W
56 W

a

311
695
1265

b

73
73
73

h

61
61
61

Dimensions (mm)

HEAVY-DUTY HIGH-BAY LUMINAIRE 
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Photometric Curve

Purchase Order Table

Offering the outdoor lighting in minimum energy and maximum comfort, Arktos, shows a great 
performance for many years by its modern look and many advantages the led technology provides.

Housing 
Optical
Diffuser
Light Source 
Power
Lumen
Input Voltage  
Color Temperature  
CRI    
IP  
Installation
Colors

Technical Specifications
: Aluminum injection monoblok housing
: Wide angle optical lens
: Tempered clear glass
: Power LED
: 53 W / 78 W / 105 W / 122 W / 138 W
: 6189 lm / 8963 lm / 11889 lm / 13913 lm / 15926 lm
: 220-240V AC 50/60Hz
: Warm White / Natural White / Cool White
: >70
: IP66
: Column
: RAL 9018 / SW 306G

Options

DALI Compatibility        : Yes
DIMKO Compatibility     : Yes

ARKTOS

Technical Drawing

Product Type Product Code Power 
(W)

Weight 
(kg)

 53 W (4000K) ARK 053D 40CM00 WL 6K18 52,6 7,7

78 W (4000K) ARK 078D 40CM00 WL 8K96 77,9 7,7

105 W (4000K) ARK 105D 40CM00 WL 11K8 105,3 7,7

122 W (4000K) ARK 122D 40CM00 WL 13K9 121,6 7,7

 138 W (4000K) ARK 138D 40CM00 WL 15K9 138,3 7,7

105o 105o

90o 90o

75o 75o

60o 60o

45o 45o

30o 30o

cd/klm
C0 - C180 C90 - C270 %100

15o 15o0o

300
400

500

Dimensions (mm)

a

475

b

330

h

92,5

aa

b

h

*EAE, reserves the right to make changes without prior notice.

LED 66

ENVIRONMENT LIGHTING LUMINAIRE 
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Photometric Curve

Purchase Order Table

Offering the outdoor lighting in minimum energy and maximum comfort, Arktos V.3, shows a great 
performance for many years by its modern look and many advantages the led technology provides.

Housing 
Optical
Diffuser
Light Source 
Power
Lumen

Input Voltage  
Color Temperature  
CRI    
IP  
Installation
Colors

Technical Specifications
: Aluminum injection monoblok housing
: Wide angle optical lens
: Tempered clear glass
: Power LED
: 56 W / 72 W / 89 W / 106 W / 123 W / 140 W
: 6605 lm / 8898 lm / 10706 lm / 12888 lm
  15095 lm / 16714 lm
: 220-240V AC 50/60Hz
: Warm White / Natural White / Cool White
: >70
: IP66
: Column
: RAL 9018 / SW 306G

Options

DALI Compatibility        : Yes
DIMKO Compatibility     : Yes

ARKTOS V.3

Technical Drawing

Product Type Product Code Power 
(W)

Weight 
(kg)

 56 W (4000K) ARK 056D 40CM00 WL 6K60 V.3 56,1 7,7

72 W (4000K) ARK 072D 40CM00 WL 8K89 V.3 72,5 7,7

89 W (4000K) ARK 089D 40CM00 WL 10K7 V.3 89,2 7,7

106 W (4000K) ARK 106D 40CM00 WL 12K8 V.3 106,2 7,7

 123 W (4000K) ARK 122D 40CM00 WL 15K0 V.3 122,9 7,7

 140 W (4000K) ARK 140D 40CM00 WL 16K7 V.3 139,4 7,7

105o 105o

90o 90o

75o 75o

60o 60o

45o 45o

30o 30o

cd/klm
C0 - C180 C90 - C270 %100

15o 15o0o

300
400

500

Dimensions (mm)

a

475

b

330

h

92,5

aa

b

h

LED 66

ENVIRONMENT LIGHTING LUMINAIRE 
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*EAE, reserves the right to make changes without prior notice.

Photometric Curve

Purchase Order Table

Housing 
Optical
Diffuser
Light Source 
Power
Lumen

Input Voltage  
Color Temperature  
CRI    
IP  
Installation
Colors

Technical Specifications
: Aluminum injection  housing
: Narrow and wide optical lens
: Policarbon reflector
: Power LED
: 21.9 W / 30.6 W / 43.8 W / 56.9 W / 74.5 W / 100.8 W
: 2701 lm / 3781 lm / 5401 lm / 7022 lm / 9182 lm
  12423 lm 
: 220-240V AC 50/60Hz
: Natural White / Cool White
: >80
: IP66
: Column
: SW 306G

Options

DALI Compatibility        : Yes

ROTANO

Technical Drawing

105o 105o

90o 90o

75o 75o

60o 60o

45o 45o

30o 30o

cd/klm
C0 - C180 C90 - C270 %151

15o 15o0o

300

400

500

b

h

Dimensions (mm)

a

568

b

222

h

110

a

Thanks to its minimalist design, Rotano, leading outdoor lighting needed in the many fields of living 
spaces, offers you to have the energy saving provided by the led technology through paying low costs.

LED 66

Product Type Product Code Power 
(W)

Weight 
(kg)

 19 W (5700K) RTN 019D 57CMOO WL 2K55 V3 19 5

 27 W (5700K) RTN 027D 57CMOO WL 3K62 V3 27 5

 37 W (5700K) RTN 037D 57CMOO WL 5K00 V3 37 5

 52 W (5700K) RTN 052D 57CMOO WL 6K97 V3 52 5

66 W (5700K) RTN 066D 57CMOO WL 8K90 V3 66 5

99 W (5700K) RTN 099D 57CMOO WL 11K9 V3 99 5

ENVIRONMENT LIGHTING LUMINAIRE 
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PB, with three-sleeves, round housing structure with the landscape and urban areas is used for ambient
lighting. The rounded hull the finish on the surface prevents the accumulation of dust and dirt.

PB2 PB

Housing 
Optical
Diffuser
Light Source 
Power
Lumen
Input Voltage  
Color Temperature  
CRI    
IP 
Installation
Colors

: Aluminum injection housing
: High Efficiency Opal Diffuser
: Tempered glass
: Power LED
: 40 W / 55 W / 64 W
: 4562 lm / 6083 lm / 6371.5 lm
: 220-240V AC 50/60Hz
: Natural White / Cool White 
: >70
: IP66
: Park / Garden
: Black

Technical Specifications

Photometric Curve Technical Drawing

Options

Purchase Order Table

Product Type Product Code Power (W) Weight (kg)

40 W (4000K) PB2 040U 40FS00 3A 4K60PB 40 6,4

55 W (4000K) PB2 055U 40FS00 3A 6K00PB 55 6,4

63 W (4000K) PB2 063U 40FS00 3A 6K37PB 63 6,4

105o 105o

90o 90o

75o 75o

60o 60o

45o 45o

30o 30o

cd/klm
C0 - C180 %99

15o 15o

DALI Compatibility        : Yes
DIMKO Compatibility     : Yes

*EAE, reserves the right to make changes without prior notice.

Ø

h

C90 - C270

0o

240

160

LED 66

Type
PB2 PB

hØ
893500

Dimensions (mm)

ENVIRONMENT LIGHTING LUMINAIRE 
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*EAE, reserves the right to make changes without prior notice.

: Aluminium injection housing
: 18o,28o,54o lens / Asymmetric Reflector
: Tempered glass
: Power LED

: 132 W / 176 W
: 132 W / 176 W / 195 W

: 15380.4 lm / 18181.1 lm
: 15356.4 lm / 18074 lm / 20232.4 lm / 15565.3 lm
  18595.7 lm / 20195.7 lm / 15368.6 lm / 18151.6 lm
  20132.9 lm
: 220-240V AC 50/60Hz
: 3000K / 4000K / 5700K
: >70
: IP66
: Floor 
: Black

Housing 
Optic 
Diffuser
Light Source 
Power
18o 
28o, 54o, Asymmetric
Lumen
18o 
28o, 54o, Asymmetric

Input Voltage  
Color Temperature  
CRI    
IP  
Installation
Colors

Technical Specifications

Photometric Curve Purchase Order Table

Technical Drawing

Options

Angle Options :18o, 28o, 54o, Asymmetric Reflektör
DALI Compatibility : Yes
DIMKO Compatibility : Yes

PROLIT V.2

366
b ha

408 135

Dimensions (mm)

Product Type Product Code Power 
(W)

Weight 
(kg)

18o - 132 W (4000K) PRL 132Z 40CM00 18 15K3 V.2 132,8 6,6

18o - 176 W (4000K) PRL 176Z 40CM00 18 18K1 V.2 176,6 6,6

28o - 132 W (4000K) PRL 132Z 40CM00 28 15K3 V.2 132,7 6,6

28o - 176 W (4000K) PRL 176Z 40CM00 28 18K0 V.2 176,5 6,6

28o - 195 W (4000K) PRL 195Z 40CM00 28 20K2 V.2 194,9 6,6

54o - 132 W (4000K) PRL 132Z 40CM00 54 15K5 V.2 132,7 6,6

54o - 176 W (4000K) PRL 176Z 40CM00 54 18K5 V.2 176,3 6,6

54o - 195 W (4000K) PRL 195Z 40CM00 54 20K1 V.2 195 6,6

Product Type Product Code Power 
(W)

Weight 
(kg)

132 W (4000K) PRL 132Z 40CM00 AS 15K3 V.2 132,8 6,6

176 W (4000K) PRL 176Z 40CM00 AS 18K1 V.2 176,1 6,6

195 W (4000K) PRL 195Z 40CM00 AS 20K1 V.2 196,5 6,6

PROJECTOR

ASYMMETRIC

b

a h

LED 66

ASYMMETRICPROJECTOR

cd/klm
C0 - C180 C90 - C270 %100

105o 105o

90o 90o

75o 75o

60o 60o

45o 45o

30o 30o

15o 15o0o

200

300

400

500

PROJECTOR

PROLIT V.2 is what the projector applications exactly need. Its extra resilient casing 
ensures that LED Technology can be used in rough outdoor conditions.

C0 - C180 C90 - C270 %100
cd/klm

105o 105o

90o 90o

75o 75o

60o 60o

45o 45o

30o 30o

15o 15o0o

3200

4800
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PROLIT-M PR, with its compact body minimized to minimal sizes, is ideal for usage in
external environment conditions where a balanced coexistince of performance and 
economy is needed

PROLIT-M PR

Housing 
Optical
Diffuser
Light Source 
Power
Lumen
Input Voltage  
Color Temperature  
CRI    
IP 
Installation
Colors

: Aluminum extrusion housing
: 65o / 110o / Asymmetrıc
: Tempered clear glass
: Power LED
: 28 W / 45 W / 61 W  
: 5002 lm / 6810 lm / 3430 lm
: 220-240V AC 50/60Hz
: Warm White / Natural White / Cool White 
: >70 >65
: IP66
: Floor / Wall
: Black

Technical Specifications

Photometric Curve

Options

105o 105o

90o 90o

75o 75o

60o 60o

45o 45o

30o 30o

cd/klm
C0 - C180 C90 - C270 %100

15o 15o0o

600

800

400

DALI Compatibility   : Yes

*EAE, reserves the right to make changes without prior notice.

LED 66

Technical Drawing

Purchase Order Table

Product Type Product Code Power (W) Weight (kg)

45 W (5700K) PRM 045D 57CM00 065 5K02 PR V2 45 2,1

45 W (5700K) PRM 045D 57CM00 110 5K02 PR V2 45 2,1

45 W (5700K) PRM 045D 57CM00 AS 5K02 PR V2 45 2,1

61 W (5700K) PRM 061D 57CM00 065 6K81 PR V2 61 2,1

61 W (5700K) PRM 061D 57CM00 110 6K81 PR V2 61 2,1

61 W (5700K) PRM 061D 57CM00 065 5K02 PR V2 61 2,1

28 W (5700K) PRM 028D 57CM00 WL 3K43 PR V2 28 2,1

PROJECTOR

260
b ha

85 69

Dimensions (mm)

h

a

b



43   EAE | Industrial Facilities



44   EAE | Industrial Facilities

423
b h da

191 92 92

Housing 
Optical
Diffuser
Light Source 
Power
Lumen
Input Voltage  
Color Temperature  
CRI    
IP 
Installation
Colors

Technical Specifications
: Aluminum Injection housing
: Wide angle reflector
: Tempered clear glass
: Mid Power LED
: 19 W / 32 W / 44 W
: 2500 lm / 4100 lm / 5800 lm
: 220-240V AC 50/60Hz
: Warm White / Natural White / Cool White
: >80
: IP66
: Pole
: Black

Technical Drawing

PROLIT-M Street

Dimensions (mm)

LED 66

Photometric Curve

Options

a b

hd

105o 105o

90o 90o

75o 75o

60o 60o

45o 45o

30o 30o

cd/klm
C0 - C180 C90 - C270 %100

15o 15o0o

300

500

400

200

DALI Compatibility        : Yes
DIMKO Compatibility     : Yes

PROLIT-M Street, with its compact body minimized to minimal sizes, is ideal for 
usage in external environment conditions where a balanced coexistince of performance 
and economy is needed.

PROJECTOR

Sipariş Tablosu

Product Type Product Code Power 
(W)

19 W (5700K) PRM 019D 57CM00 WL 2K50 SK V2 19

32 W (5700K) PRM 032D 57CM00 WL 4K10 SK V2 32

44 W (5700K) PRM 044D 57CM00 WL 5K80 SK V2 44
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PROLIT Compact

PROLIT Compact, contains modern and industrial design inside, is a led source with 
an ergonomy which can be used in every fields

Housing 
Optical
Diffuser
Light Source 
Power
Input Voltage  
Color Temperature  
CRI    
IP 
Installation
Colors

: Aluminum Injection housing
: 18o, 28o, 60o, 96o lens
: Tempered clear glass
: Power LED
: 47 W / 48 W / 76 W / 105 W 
: 220-240V AC 50/60Hz
: Warm White / Natural White / Cool White
: >65
: IP66
: Floor
: Black

Technical Specifications

Photometric Curve

Angle Options  : 18o, 28o, 60o, 96o

Options

NARROW ANGLE

WIDE ANGLEPROJECTOR

105o 105o

105o

105o 105o

105o

90o 90o

90o

90o 90o

90o

75o 75o

75o

75o 75o

75o

60o 60o

60o

60o 60o

60o

45o 45o

45o

45o 45o

45o

30o 30o

30o

30o 30o

30o

cd/klm cd/klm

cd/klm

C0 - C180 C0 - C180

C0 - C180

C90 - C270 C90 - C270

C90 - C270

%100 %100

%100

15o 15o

15o

15o 15o

15o

0o 0o

0o

300
200

300

400

500

600

300

200

400

500

200

LED 66

*EAE, reserves the right to make changes without prior notice.

ASYMMETRIC

105o 105o

90o 90o

75o 75o

60o 60o

45o 45o

30o 30o

cd/klm
C0 - C180 C90 - C270 %100

15o 15o0o

300

450

600
750

Technical Drawing

a

h

b

Type
PROLIT K.

ba
101246

h
305

Dimensions (mm)

Purschase Order Table

PROJECTOR

WIDE ANGLE

NARROW ANGLE

ASYMMETRIC

Product Type Product Code Power (W) Weight (kg)

28o - 78 W (5700K) PRL 070Z 57CM00 28 LLL 77,7 4,9

60o - 76 W (5700K) PRL 070Z 57CM00 60 LLL 75,8 4,9

18o - 105 W (5700K) PRL 100Z 57CM00 18 LLL 104,9 4,9

28o - 105 W (5700K) PRL 100Z 57CM00 28 LLL 105 4,9

60o - 105 W (5700K) PRL 100Z 57CM00 60 LLL 105 4,9

 48 W (5700K) PRL 045Z 57CM00 WL LLL 47,7 4,9

 76 W (5700K) PRL 070Z 57CM00 WL LLL 75,9 4,9

105 W (5700K) PRL 100Z 57CM00 WL LLL 105,8 4,9

 76 W (5700K) PRL 070Z 57CM00 NL LLL 76,1 4,9

105 W (5700K) PRL 100Z 57CM00 NL LLL 105,5 4,9

 47 W (5700K) PRL 045Z 57CM00 AS LLL 46,7 4,9

105 W (5700K) PRL 100Z 57CM00 AS LLL 104,9 4,9

PROJECTOR
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Housing 
Optical
Diffuser
Light Source 
Power
Lumen
Input Voltage  
Color Temperature  
CRI    
IP 
Installation
Colors

Technical Specifications
: Aluminum housing
: 12o,18o,30o,60o lens
: Security Tempered clear glass
: Power LED
: 462 W 
: 12o-46588 lm / 18o-48300 lm / 30o-52336 lm / 60o-51764 lm
: 220-240V AC 50/60Hz
: Cool White
: >70
: IP66
: Floor
: SW 306G

Technical Drawing

MEGALIT II

691
b ha

492 178

Dimensions (mm)

LED 66

Purschase Order Table

Product Type Product Code Power 
(W)

Weight 
(kg)

12o - 462 W (5000K) MGL 462Z 50CM00 12 LLLL 462 24

18o - 462 W (5000K) MGL 462Z 50CM00 18 LLLL 462 24

30o - 462 W (5000K) MGL 462Z 50CM00 30 LLLL 462 24

60o - 462 W (5000K) MGL 462Z 50CM00 60 LLLL 462 24

a

h

b

Photometric Curve

Options

Angle Options           :12o,18o,30o,60o

90o

105o

90o

105o
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15o 15o0o
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90o 90o

75o 75o

60o 60o

45o 45o

30o 30o

cd/klm C0 - C180 C90 - C270 %100

15o 15o0o

1600

2400

105o 105o

90o 90o

75o 75o

60o 60o

45o 45o

30o 30o

cd/klm
C0 - C180 C90 - C270 %100

15o 15o0o

1600

2400

105o 105o

PROJECTOR

MEGALIT, which is frequently preferred in projector applications, is led with an extra
durable casing structure technology's possibilities in severe outdoor conditions. 
Modern and industrial design MEGALIT is a ergonomic LED light source that every field can use.
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Housing 
Optical
Diffuser
Light Source 
Power
Lumen
Input Voltage  
Color Temperature  
CRI    
IP 
Installation
Colors

Technical Specifications
: Aluminum housing
: Asymmetrıc reflector
: Security Tempered clear glass
: Power LED
: 144 W / 182 W / 313 W / 413 W
: 19864 lm / 25950 lm / 43634 lm / 57579 lm
: 220-240V AC 50/60Hz
: Cool White
: >70
: IP66
: Floor
: SW 306G

Technical Drawing

586
b ha

410 235

Dimensions (mm)

LED 66

Purschase Order Table

Product Type Product Code Power 
(W)

Weight
(kg)

144 W (5000K) GPR 144Z 50CM00 AS 19K8 144,3 20

182 W (5000K) GPR 182Z 50CM00 AS 25K9 182,4 20

313 W (5000K) GPR 313Z 50CM00 AS 43K6 313,3 20

413 W (5000K) GPR 413Z 40CM00 AS 57K5 412,7 20

G PRONA

Photometric Curve

90o

105o

90o

105o

75o 75o

60o 60o

45o 45o

30o 30o

cd/klm C0 - C180 C90 - C270 %100

15o 15o0o

400
600

800

PROJECTOR

G PRONA is specially designed to illuminate ports, large areas and an industry. The asymmetrical light 
distribution, thanks to the high lumen output, provides more energy saving than usual for LED Retrofit 
applications in particular.

a

b

a

b

h

h
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SM PROJECTOR DUAL

SM PROJECTOR TRIPLE

SPRONA

LED 66

Housing 
Optical
Diffuser
Light Source 
Power
Lümen
(410 W)

(464 W)

Input Voltage  
Color Temperature  
CRI    
IP 
Installation
Colors

Technical Specifications
: Aluminum injection housing
: 16o / 18o / 30o / 64o / 67o and Asymmetrical reflector
: Tempered clear glass
: Power LED
: (X1) 410 W - 464 W / (X2) 820 W - 928 W / (X3) 1230 W - 1392 W

: (16o) 50155 lm / (18o) 47706 lm / (30o) 46578 lm / (64o) 44019 lm / 
  (As.) 39054 lm
: (16o) 51630 lm / (18o) 48965 lm / (30o) 46858 lm / (67o) 45109 lm / 
  (As.) 40321 lm

: 220-240V / 50/60Hz
: 4000K / 5000K / 5700K / 6500K
: >70
: IP66
: Direct 
: SW 306G

PROJECTOR

SM PROJECTOR SINGLE

SPRONA is specially designed to illuminate ports, large areas and an industry. The 
asymmetrical light distribution, thanks to the high lumen output, provides more energy 
saving than usual for LED Retrofit applications in particular.

Purschase Order Table

Product Type Product Code Power 
(W)

Weight
(kg)

409 W 16° LENS 5000K SPR 410U 50TF00 12 50K1 408,5 16

410 W 18° LENS 5000K SPR 410U 50TF00 18 47K7 409,8 16

418 W 30° LENS 5000K SPR 410U 50TF00 30 46K5 407,6 16

410 W 64° LENS 5000K SPR 410U 50TF00 60 44K0 410,3 16

410 W Asymmetrical Reflector 5000K SPR 410U 50TF00 AS 39K0 408,8 16

464 W 16° LENS 5000K SPR 464U 50TF00 12 51K6 463,5 16

464 W 18° LENS 5000K SPR 464U 50TF00 18 48K9 464,4 16

465 W 30° LENS 5000K SPR 410U 50TF00 30 46K8 464,3 16

464 W 67° LENS 5000K SPR 464U 50TF00 60 45K1 464,7 16

464 W Asymmetrical Reflector 5000K SPR 464U 50TF00 AS 40K3 464 16
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h

a

SM PROJECTOR SINGLE

SM PROJECTOR DUAL

SM PROJECTOR DUAL MOVING SET SM PROJECTOR TRIPLE MOVING SET

SM PROJECTOR TRIPLE

Technical Drawing

h

h

ab

b

h

Type
SM PR.Single
SM PR.Dual
SM PR.Triple

a
616
616
616

b
249
615
980

h
345
345
345

Dimensions (mm)

b
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EAE LIGHTING A.S.
Ikitelli Organize Sanayi Bolgesi
Eski Turgut Ozal Caddesi No:20
Basaksehir / ISTANBUL - TURKEY
Tel    : +90 212 413 21 00 (pbx)
Faks : +90 212 549 37 90
www.eaeaydinlatma.com.trL I G H T I N G /eaegroup /eaegroup /eaegroup /eaecorporate /eaegroup /eaegroup


