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STL SYSTEM
For Those Who Seek The Freedom of Design...

L I G H T I N G
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Meet the STL
Product Family...

STL is completely renewed.

Manufactured in align with the latest LED technology, the new STL profile 
corner modules provides a homogeneous lighting that is uninterrupted, 

with a simple mounting principle.

The newest additions to the family, STL direct-indirect, STL Domino, 
STL pendant diffuser and STL Micro offers new possibilities for different 

applications in linear lighting.

The new STL family is much more efficient with its design that offers 
flexibility, ease of mounting and renewed LED product infrastructure...
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LIMITLESS DESIGN FREEDOM
All models in the STL product family can provide an 
alternative for any architectural application need. These will 
fulfil the requirements of the environment architecture with 
its pendant, surface mounted and recessed options and 
provide limitless design opportunities.
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Starter Module

Horizontal Corner Module
90o

90o

Vertical Corner Module

Intermediate Module

Termination Module

MAXIMUM FLEXIBILITY
STL product family allows for single use with 
its TK modules, its BS-AR-SN modules allow for 
uninterrupted long lines.
The corners can be traversed with 90° horizontal 
corner modules and ceiling - wall traverse can 
be completed with 90° vertical corner modules. 
The recessed - surface mounted options can be 
manufactured in these modules.

Single Module TK Starter Module BS Intermediate Module AR

Termination Module SN Horizontal Corner Module YD Vertical Corner Module DD

6



6   EAE | STL System

Flexibility in mounting points 
with its hanger set duct details

Side and upper point locking sys-
tem that allows for rigid lines

The New STL profile does 
not require single fixed 
point mounting with its 
upper section duct profile. 
Provides mounting flexibility 
thanks to its moving rods.

Linear connection and locking 
mechanism located on each side 
and upper section of Line profile 
provides uninterrupted mounting 
and offers rigidity. Therefore you 
can form straight, linear lines that 
does not slip from its axis.

INNOVATION IN DETAILS
The renewed mechanical infrastructure offers the 
best visual performance to users and designers, the 
ease of mounting offers advantages in terms of use.

Designed with EAE’s professional perspective moving 
away from the traditional linear profile approach, it 
offers flexibility, ergonomics and maximum comfort 
to linear lighting with innovative details.
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Cap with no screws

The profile termination cap 
is mounted from the inside 
thanks to the specially 
designed screw and flange 
detail. Therefore the 
screws are not visible from 
the outside.

No light leaking with exclusive 
on cap locking stopper detail

Maximum efficiency with exclusive 
reflector compliant with the profile

The diffuser body joint 
with teeth on the longer 
sides and the exclusive 
stopper detail inside the 
cap on the shorter sides, 
the maximum light 
sealing is completed.

Excess light loss is 
prevented in the body 
due to the highly 
reflective reflector 
inside the profile and 
homogeneous distribution 
of the light is achieved.
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Recessed 
STL

Ceiling

RECESSED
Model

Pendant
STL

PENDANT
Model

Ceiling

Surface 
Mounted
STL

Ceiling

SURFACE
MOUNTED

Model
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HIGH PERFORMANCE
Therefore you can achieve the same view in the office and the corridor visually, 
you can cater to the varying illumination requirements of these sections.
With its efficiency rating reaching up to 102lm/W, guarantees the durable and 
energy efficient lighting system in the environments.

102 lm/W*

60,000 hours*
*The measured rate for STL 70 4000K L1200mm TK LO 
*Lumen drop rate 60.000 hrs (L70 @ 25 °C)
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L Standard Size 

L Standard Size+50mm

L Standard Size+100mm

L Standard Size+150mm

L Standard Size+200mm

SPECIAL SIZE DESIGN
FOR PROJECT COMPLIANCE
The STL product family can be manufactured in 600-900-1200-1500-1800 mm 
sizes as standard. Based on the project, each standard size can be extended with 
50-100-150-200 mm mini sizes. Therefore project exclusive placement can be 
achieved.
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MINIMAL DESIGN
STL product family is ideal for using in different architectural details with 
its renewed profile sizes. The minimized profile sizes matches perfectly with 
the renewed LED infrastructure, the body design and the finishes that does 
not include unnecessary details fits perfectly as a successful part of the 
environment.

100

86

87

87

87

114

40

70

70

53

53

53

53

40

STL
Direct-Indirect

STL
Micro Prismatic Diffuser

STL

STL Mini

STL Micro

STL
Domino

STL
Pendant Diffuser
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STL Product Series
STL product family provides an answer for your illumination needs with a vast 
spectrum of products including pendant, surface mounted and recessed options.

The newest additions to the family, STL Direct-indirect, STL Domino, STL pendant 
diffuser and STL Micro offers new possibilities for different applications in linear 
lighting.
The new STL family is much more efficient with its design that offers flexibility, ease 
of mounting and renewed LED product infrastructure...

STL Pendant

STL Surface Mounted

STL Recessed

STL
Direct-Indirect

STL 
Pendant Diffuser

STL
Pendant Diffuser

STL

STL

STL 
Micro Prismatic 
Diffuser

STL
Domino

STL
Domino

STL
Mini

STL 
Micro

STL STL
Mini

STL
Micro

STL
Mini

STL
Micro
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COLOUR
OPTIONS
STL is manufactured in 3 main colours as standard.
Matte eloxal Grey, RAL 9005, Texture Black, RAL 9003, 
White. Furthermore the RAL code can be specified for custom 
colours. It includes matte and gloss finish options.

RAL 9006 Texture Grey

RAL 9006 Texture Grey

RAL 9005 Texture Black 

RAL 9005 Texture Black 

RAL 9003 Texture White

RAL 9003 Texture White
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STL
Direct-Indirect
Uninterrupted Linear LED Lighting System

Photometric Curve

Technicial Specifications

LED

105o

120o

135o 150o 165o 180o

320o

240o

160o

165o 150o

105o

120o

135o

90o 90o

75o 75o

60o 60o

45o 45o30o 30o

cd/klm
C0 - C180 C90 - C270 % 100

15o 15o0o

17

87lm/W
productivity

40

Housing 
Optical
Power
Lumen
Direct Optic Lumen
Indirect Optic Lumen
Light Source
Input Voltage    
Color Temperature  
CRI  
IP Value   
Electronic Control
Installation
Installation Colors

: Aluminium extrusion body, aluminium injection cap
: Exclusively manufactured highly permeable diffuser with anti glare
: 26 W / 31 W / 39 W / 45 W / 49 W / 62 W

: (45 W) 3248.6 lm / (49 W) 3368.9 lm / (62 W) 4516 lm
: (45 W) 1327 lm / (49 W) 1443.8 lm / (62 W) 1935.4 lm
: MID Power LED
: 220-240V AC 50-60Hz
: 2700K / 3000K / 4000K
: >80
: IP40
: DALI, Emergency Kit
: Pendant
: RAL 9005 / RAL 7047

Purchase Order Table

Options

DALI Compatibility		  : Yes
Emergency Kit Compatibility	 : Yes
ON/OFF			   : Yes

Technical Drawing

a b

h

BS-SN Models ba h

Tekli Modeller

Ara Modeler

b

b

a

a

h

h

26 W - 45 W

26 W - 45 W

26 W - 45 W

31 W - 49 W

31 W - 49 W

31 W - 49 W

39 W - 62 W

39 W - 62 W

39 W - 62 W

70

70

70

70

70

70

70

70

70

1213

1221

1205

1512.5

1520.5

1500.5

1812

1820

1804

100

100

100

100

100

100

100

100

100

Product Type Product Code Power (W)

45 W (4000K) STL 043S 40OD00 3K7 120TK3I LN4XDE 44,9

49 W (4000K) STL 049S 40OD00 4K2 150TK3I LN5XDE 48,8

62 W (4000K) STL 043S 40OD00 3K7 120TK3I LN4XDE 61,7
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Uninterrupted Linear LED Lighting System

LED

100lm/W
productivity

Housing 
Optical
Power

Lumen

Light Source
Input Voltage    
Color Temperature  
CRI  
IP Value   
Electronic Control
Installation
Installation Colors

: Aluminium extrusion body, aluminium injection cap
: Exclusively manufactured highly permeable diffuser with anti glare
: 8 W - 13 W (60 cm) / 12 W - 24 W (90 cm) / 15 W - 33 W 
  (120 cm) 20 W - 37 W (150 cm) / 24 W - 48 W (180) cm)
: 790.9 lm / 1295.1 lm / 1171.3 / 2381 lm / 1582 lm 
  3173.9 lm / 2067.9 lm / 3733.7 lm / 2446.7 lm / 4648.1 lm
: MID Power LED
: 220-240V AC 50-60Hz
: 2700K / 3000K / 4000K
: >80
: IP40
: DALI, Emergency Kit
: Recessed, Surface Mounted, Pendant
: RAL 9005 / RAL 7047

Technicial Specifications

Photometric Curve

cd/klm
C0 - C180 C90 - C270 % 100

105o 105o

90o 90o

75o 75o

60o 60o

45o 45o

30o 30o

15o 15o0o

300
400

500

200

Recessed Models

BS-SN Models BS-SN Models

Single Models Single Models

Intermediate Models Intermediate Models

Surface Mounted-Pendant Models

40

Technical Drawing

a b

h

Purchase Order Table

Options

DALI Compatibility		  : Yes
Emergency Kit Compatibility	 : Yes
ON/OFF			   : Yes

STL

b b

b b

b b

a a

a a

a a

h h

h h

h h

8.9 W - 12.9 W 8.9 W - 12.9 W

8.9 W - 12.9 W 8.9 W - 12.9 W

8.9 W - 12.9 W 8.9 W - 12.9 W

11.9 W - 23.9 W 11.9 W - 23.9 W

11.9 W -  23.9 W 11.9 W - 23.9 W

11.9 W - 23.9 W 11.9 W - 23.9 W

15.3 W - 32.7 W 15.3 W - 32.7 W

15.3 W - 32.7 W 15.8 W - 32.7 W

15.3 W - 32.7 W 15.3 W - 32.7 W

19 W - 37.1 W 19 W - 37.1 W

19 W - 37.1 W 19 W - 37.1 W

19 W - 37.1 W 19 W - 37.1 W

23.5 W - 47.5 W 23.5 W - 47.5 W

23.5 W - 47.5 W 23.5 W - 47.5 W

23.5 W - 47.5 W 23.5 W - 47.5 W

70 86
86
86
86
86

70

70

70

70

70

70

70

70

70

70

70

70

70

70

610 612

618 626

602 602

909 910

917.5 925.5

901.5 901.5

1209 1211

1217 1224

1201 1201

1508.5 1510

1516.5 1525

1500 1500.5

1808 1810

1816 1825

1800 1800

86 120
120
120
120
120

86 12086

86 12086

86

86 12086

86 12086

86

86 12086

86 12086

86

86 12086

86 12086

86

86 12086

86 12086

Product Type Product Code Power (W)

8 W (4000K) STL 008U 40OD00 0K7 60TK3I LN2XST 7,9

12 W (4000K) STL 012U 40OD00 1K1 90TK3I LN3XST 11,8

13 W (4000K) STL 013U 40OD00 1K2 60TK3I LN2XST 13

16 W (4000K) STL 016U 40OD00 1K4 120TK3I LN4XST 15,8

20 W (4000K) STL 020U 40OD00 1K7 150TK3I LN5XST 19,8

24 W (4000K) STL 024U 40OD00 2K1 90TK3I LN3XST 24,1

24 W (4000K) STL 024U 40OD00 2K1 180TK3I LN6XST 23,7

32 W (4000K) STL 032U 40OD00 2K8 120TK3I LN4XST 32,1

37 W (4000K) STL 037U 40OD00 3K2 150TK3I LN5XST 37,2

48 W (4000K) STL 048U 40OD00 4K2 180TK3I LN6XST 48,2
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cd/klm
C0 - C180 C90 - C270 %100

105o 105o

90o 90o

75o 75o

60o 60o

45o 45o

30o 30o

15o 15o0o

600

400

200

Uninterrupted Linear LED Lighting System

Housing 
Optical 
Power

Light Source  
Input Voltage    
Color Temperature  
CRI  
IP Value   
Electronic Control
Installation
Installation Colors

: Aluminium extrusion body, aluminium injection cap
: Exclusively manufactured highly permeable diffuser with anti glare
: 8 W - 13 W (60 cm) / 12 W - 24 W (90 cm) / 15 W - 33 W 
  (120 cm) 20 W - 37 W (150 cm) / 24 W - 48 W (180) cm)
: MID Power LED
: 220-240V AC 50-60Hz
: 2700K / 3000K / 4000K
: >80
: IP40
: DALI, Emergency Kit
: Pendant
: RAL 9005 / RAL 7047

Photometric Curve

Teknik Özellikler

LED

800

1000

STL 
Micro Prismatic Diffuser

100lm/W
productivity

40

Options

Technical Drawing

a b

h

Purchase Order Table

DALI Compatibility		  : Yes
Emergency Kit Compatibility	 : Yes
ON/OFF			   : Yes

BS-SN Models

Single Models

Intermediate Models

b

b

b

a

a

a

h

h

h

8.9 W - 12.9 W

8.9 W - 12.9 W

8.9 W - 12.9 W

11.9 W - 23.9 W

11.9 W -  23.9 W

11.9 W - 23.9 W

15.3 W - 32.7 W

15.3 W - 32.7 W

15.3 W - 32.7 W

19 W - 37.1 W

19 W - 37.1 W

19 W - 37.1 W

23.5 W - 47.5 W

23.5 W - 47.5 W

23.5 W - 47.5 W

70

70

70

70

70

70

70

70

70

70

70

70

70

70

70

610

618

602

909

917.5

901.5

1209

1217

1201

1508.5

1516.5

1500

1808

1816

1800

86

86

86

86

86

86

86

86

86

86

86

86

86

86

86

Product Type Product Code Power (W)

8 W (4000K)   STL 008U 40PR00 0K7 60TK3I LN2XMN 7,9

12 W (4000K)   STL 012U 40PR00 1K0 90TK3I LN3XMN 11,8

14 W (4000K)   STL 014U 40PR00 1K2 60TK3I LN2XMN 13,8

16 W (4000K)   STL 016U 40PR00 1K4 120TK3I LN4XMN 15,8

20 W (4000K)   STL 020U 40PR00 1K7 150TK3I LN5XMN 19,8

24 W (4000K)   STL 024U 40PR00 2K1 90TK3I LN3XMN 24,1

24 W (4000K)   STL 024U 40PR00 2K1 180TK3I LN6XMN 23,7

32 W (4000K)   STL 032U 40PR00 2K8 120TK3I LN4XMN 32,1

37 W (4000K)   STL 037U 40PR00 3K2 150TK3I LN5XMN 37,2

48 W (4000K)   STL 048U 40PR00 4K2 180TK3I LN6XMN 48,2
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Uninterrupted Linear LED Lighting System

Housing 
Optical
Power

Lumen

Light Source
Input Voltage    
Color Temperature  
CRI  
IP Value   
Electronic Control
Installation
Installation Colors

: Aluminium extrusion body, aluminium injection cap
: Exclusively manufactured highly permeable diffuser with anti glare
: 8 W / 12 W / 13 W / 15 W / 20 W / 24 W / 31 W 
  33 W / 48 W
: 807.3 lm / 1364 lm / 1215.8 lm / 2435.9 lm / 1576.9 lm 
  3447 lm / 2109.5 lm / 3069.9 lm / 2442.2 lm / 4645.2 lm
: MID Power LED
: 220-240V AC 50-60Hz
: 2700K / 3000K / 4000K
: >80
: IP40
: DALI, Emergency Kit
: Recessed, Surface Mounted, Pendant
: RAL 9005 / RAL 7047

Photometric Curve

Technicial Specifications

LED

cd/klm
C0 - C180 C90 - C270 %100

105o 105o

90o 90o

75o 75o

60o 60o

45o 45o

30o 30o

15o 15o0o

300

200

400

500

BS-SN Models BS-SN Models

Surface Mounted-Pendant Models Recessed Models

Single Models Single Models

Intermediate Models Intermediate Models

100lm/W
productivity

40

Technical Drawing

a b

h

Purchase Order Table

Options

DALI Compatibility		  : Yes
Emergency Kit Compatibility	 : Yes
ON/OFF			   : Yes

STL
Mini

b b

b b

b b

a a

a a

a a

h h

h h

h h

8.8 W - 13.1 W 8.8 W - 13.1 W

8.8 W - 13.1 W 8.8 W - 13.1 W

8.8 W - 13.1 W 8.8 W - 13.1 W

12 W - 24.1 W 12 W - 24.1 W

12 W -  24.1 W 12 W - 24.1 W

12 W - 24.1 W 12 W - 24.1 W

15.6 W - 33.1 W 15.6 W - 33.1 W

15.6 W - 33.1 W 15.6 W - 33.1 W

15.6 W - 33.1 W 15.6 W - 33.1 W

19.3 W - 31.5 W 19.3 W - 31.5 W

19.3 W - 31.5 W 19.3 W - 31.5 W

19.3 W - 31.5 W 19.3 W - 31.5 W

23.2 W - 47.8 W 23.2 W - 47.8 W

23.2 W - 47.8 W 23.2 W - 47.8 W

23.2 W - 47.8 W 23.2 W - 47.8 W

53 70
70
70
70
70

53

53

53

53

53

53

53

53

53

53

53

53

53

53

610 612

622 626

602 602

909 911

921.5 925

901 901.5

1209 1211

1221 1225

1201 1201

1508.5 1510

1520.5 1524

1500 1500

1808 1810

1820 1824

1800 1805

87 120
120
120
120
120

87 12070

87 12070

87

87 12070

87 12070

87

87 12070

87 12070

87

87 12070

87 12070

87

87 12070

87 12070

Product Type Product Code Power (W)

8 W (4000K) STL 008U 40OD00 0K7 60TK3I LN2XMN 8,8

12 W (4000K) STL 012U 40OD00 1K0 90TK3I LN3XMN 12

13 W (4000K) STL 014U 40OD00 1K2 60TK3I LN2XMN 13,1

15 W (4000K) STL 016U 40OD00 1K4 120TK3I LN4XMN 15,6

20 W (4000K) STL 020U 40OD00 1K7 150TK3I LN5XMN 19,3

24 W (4000K) STL 024U 40OD00 2K1 90TK3I LN3XMN 24,1

24 W (4000K) STL 024U 40OD00 2K1 180TK3I LN6XMN 23,2

31 W (4000K) STL 037U 40OD00 3K2 150TK3I LN5XMN 31,5

33 W (4000K) STL 032U 40OD00 2K8 120TK3I LN4XMN 33,1

48 W (4000K) STL 048U 40OD00 4K2 180TK3I LN6XMN 47,8
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Uninterrupted Linear LED Lighting System

Housing 
Optical
Power

Lumen
Light Source
Input Voltage    
Color Temperature  
CRI  
IP Value   
Electronic Control
Installation
Installation Colors

: Aluminium extrusion body, aluminium injection cap
: 20o / 45o / 63o high efficiency reflector
: 18 W / 19 W / 25 W / 18 W / 23 W / 40 W 
   34 W / 50 W / 36 W / 47 W / 51 W
: (18 W) 2098 lm / (51 W) 6662 lm
: MID Power LED
: 220-240V AC 50-60Hz
: 3000K / 4000K
: >80
: IP20
: DALI, Emergency Kit
: Surface Mounted, Pendant
: RAL 9005 / RAL 7047

Technicial Specifications

LED

Photometric Curve

cd/klm
C0 - C180 C90 - C270 %100

105o 105o

90o 90o

75o 75o

60o 60o

45o 45o

30o 30o

15o 15o0o

1500

2000

2500

1000

STL 
Domino

100lm/W
productivity

20

Module Options

1 meter
10 LED Product

1 meter
15 LED Product

1 meter
20 LED Product

2 meters
20 LED Product

2 meters
30 LED Product

2 meters
40 LED Product

BS-SN Models

Single Models

Intermediate Models

b

b

b

a

a

a

h

h

h

Surface Mounted-Pendant Models

Options

DALI Compatibility		  : Yes
Emergency Kit Compatibility	 : Yes
ON/OFF			   : Yes
Angle options		  : 20o / 45o / 63o

Technical Drawing

a b

h

Purchase Order Table

Product Type Product Code Power 
(W)

19 W (4000K) STL 019U 40OD00 2K1 100TK3I LN2XDM 60 19

17 W (4000K) STL 017U 40OD00 2K0 100TK3I LN3XDM 60 18,4

25 W (4000K) STL 025U 40OD00 2K9 100TK3I LN3XDM 60 24.9

18 W (4000K) STL 018U 40OD00 2K2 100TK3I LN4XDM 60 17.9

23 W (4000K) STL 023U 40OD00 2K8 100TK3I LN4XDM 60 22.7

37 W (4000K) STL 037U 40OD00 4K2 200TK3I LN4XDM 60 36.9

34 W (4000K) STL 034U 40OD00 4K1 200TK3I LN6XDM 60 34.1

50 W (4000K) STL 050U 40OD00 5K8 200TK3I LN6XDM 60 49.9

36 W (4000K) STL 036U 40OD00 4K4 200TK3I LN8XDM 60 35.9

47 W (4000K) STL 047U 40OD00 5K6 200TK3I LN8XDM 60 47.2

51 W (4000K) STL 051U 40OD00 6K0 200TK3I LN8XDM 60 50,7

18 W / 19 W / 25 W / 18 W / 23 W
40 W / 34 W / 50 W / 36 W / 47 W / 51 W

53
53

1060.2
2060.2

88.7
88.7

18 W / 19 W / 25 W / 18 W / 23 W
40 W / 34 W / 50 W / 36 W / 47 W / 51 W

53
53

1020.5
2020.5

88.7
88.7

18 W / 19 W / 25 W / 18 W / 23 W
40 W / 34 W / 50 W / 36 W / 47 W / 51 W

53
53

1050.2
2050

88.7
88.7
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Uninterrupted Linear LED Lighting System

Housing 
Optical
Power

Lumen

Light Source
Input Voltage    
Color Temperature  
CRI  
IP Value   
Electronic Control
Installation
Installation Colors

Photometric Curve

Technicial Specifications

LED

STL 
Pendant Diffuser

cd/klm
C0 - C180 C90 - C270 %100

105o 105o

90o 90o

75o 75o

60o 60o

45o 45o

30o 30o

15o 15o0o

200

300

400

100lm/W
productivity

40

Surface Mounted-Pendant Models
b

b

b

a

a

a

h

h

h

BS-SN Models

Single Models

Intermediate Models

: Aluminium extrusion body, aluminium injection cap
: Exclusively manufactured highly permeable diffuser with anti glare
: 8 W / 12 W / 13 W / 16 W / 19 W / 23 W / 24 W 
  33 W / 38 W / 48 W
: 752.7 lm / 1240.5 lm / 1113 lm / 2218.7 lm / 1502.6 lm  
  3076.8 lm / 1931.2 lm / 3522.5 lm / 2302.9 lm / 4525.7 lm
: MID Power LED
: 220-240V AC 50-60Hz
: 2700K / 3000K / 4000K
: >80
: IP40
: DALI, Emergency Kit
: Surface Mounted, Pendant
: RAL 9005 / RAL 7047

Options

DALI Compatibility		  : Yes
Emergency Kit Compatibility	 : Yes
ON/OFF			   : Yes

Technical Drawing

a b

h

Purchase Order Table8.9 W - 13.1 W
12 W - 24.2 W
15.8 W - 33.2 W
19.1 W - 37.7 W
23.1 W - 47.8 W

53
53
53
53
53

610
909
1209

1508.5
1808

114
114
114
114
114

8.9 W - 13.1 W
12 W - 24.2 W
15.8 W - 33.2 W
19.1 W - 37.7 W
23.1 W - 47.8 W

53
53
53
53
53

622
921.5
1221

1520.5
1820

114
114
114
114
114

8.9 W - 13.1 W
12 W - 24.2 W
15.8 W - 33.2 W
19.1 W - 37.7 W
23.1 W - 47.8 W

602
901
1201
1500
1800

53
53
53
53
53

114
114
114
114
114

Product Type Product Code Power (W)

8 W (4000K) STL 008S 40OS00 0K7 60TK3I LN2XMN 8,9

12 W (4000K) STL 012S 40OS00 1K0 90TK3I LN3XMN 12

13 W (4000K) STL 014S 40OS00 1K2 60TK3I LN2XMN 13,1

16 W (4000K) STL 016S 40OS00 1K4 120TK3I LN4XMN 15,8

19 W (4000K) STL 020S 40OS00 1K7 150TK3I LN5XMN 19,1

23 W (4000K) STL 024S 40OS00 2K1 180TK3I LN6XMN 23,1

24 W (4000K) STL 024S 40OS00 2K1 90TK3I LN3XMN 24,2

33 W (4000K) STL 032S 40OS00 2K8 120TK3I LN4XMN 33,2

38 W (4000K) STL 037S 40OS00 3K2 150TK3I LN5XMN 37,7

48 W (4000K) STL 048S 40OS00 4K2 180TK3I LN6XMN 48,7



20   EAE | STL System

Uninterrupted Linear LED Lighting System

Housing 
Optical
Power

Lumen

Light Source
Input Voltage    
Color Temperature  
CRI  
IP Value   
Electronic Control
Installation
Installation Colors

: Aluminium extrusion body, aluminium injection cap
: Exclusively manufactured highly permeable diffuser with anti glare
: 10.6 W / 15.9 W / 17.2 W / 21.2 W / 25.8 W / 26.5 W 
  31.8 W / 34.4 W / 43 W / 51.6 W
: 718 lm / 1077 lm / 1171 lm / 1436 lm / 1756 lm 
  1796 lm / 2155 lm / 2341 lm / 2927 lm / 3512 lm
: MID Power LED
: 220-240V AC 50-60Hz
: 2700K / 3000K / 4000K
: >80
: IP40
: DALI, Emergency Kit
: Recessed, Surface Mounted, Pendant
: RAL 9005 / RAL 7047

Technicial Specifications

LED

68lm/W
productivity

Photometric Curve

cd/klm
C0 - C180 C90 - C270 %100

105o 105o

90o 90o

75o 75o

60o 60o

45o 45o

30o 30o

15o 15o0o

200

300

BS-SN Models BS-SN Models

Surface Mounted - Pendant Models Recessed Models

Single Models Single Models

Intermediate Models Intermediate Models

40

h

Technical Drawing

a b

h

Options

DALI Compatibility		  : Yes
Emergency Kit Compatibility	 : Yes
ON/OFF			   : Yes

Purchase Order Table

STL
Micro

ba h
10.6 W - 17.2 W
15.9 W - 25.8 W
21.2 W - 34.4 W
26.5 W - 43 W
31.8 W - 51.6 W

40
40
40
40
40

588
880.5
1173

1465.5
1756

40
40
40
40
40

ba h
10.6 W - 17.2 W
15.9 W - 25.8 W
21.2 W - 34.4 W
26.5 W - 43 W
31.8 W - 51.6 W

54
54
54
54
54

595
887.5
1180

1472.5
1765

60
60
60
60
60

ba h
10.6 W - 17.2 W
15.9 W - 25.8 W
21.2 W - 34.4 W
26.5 W - 43 W
31.8 W - 51.6 W

40
70
40
40
40

591
883.5
1176

1468.5
1761

40
40
40
40
40

ba h
10.6 W - 17.2 W
15.9 W - 25.8 W
21.2 W - 34.4 W
26.5 W - 43 W
31.8 W - 51.6 W

54
54
54
54
54

605
897.5
1190

1482.5
1775

60
60
60
60
60

ba h
10.6 W - 17.2 W
15.9 W - 25.8 W
21.2 W - 34.4 W
26.5 W - 43 W
31.8 W - 51.6 W

40
40

40
40

40

585
877.5

1462.5
1170

1755

40
40

40
40

40

ba h
10.6 W - 17.2 W
15.9 W - 25.8 W
21.2 W - 34.4 W
26.5 W - 43 W
31.8 W - 51.6 W

54
54

54
54

54

585
877.5

1462.5
1170

1755

60
60

60
60

60

Product Type Product Code Power 
(W)

5 W (4000K) STL 005U 40OD28 0K3 029TK3I LN1XMC 5

10 W (4000K) STL 010U 40OD28 0K7 059TK3I LN2XMC 10,6

16 W (4000K) STL 016U 40OD28 1K1 087TK3I LN3XMC 15,9

21 W (4000K) STL 021U 40OD28 1K4 117TK3I LN4XMC 21,2

27 W (4000K) STL 027U 40OD28 1K8 146TK3I LN5XMC 26,5

32 W (4000K) STL 032U 40OD28 2K2 175TK3I LN6XMC 31,8

9 W (4000K) STL 009U 40OD28 0K6 029TK3I LN1XMC 9

17 W (4000K) STL 017U 40OD28 1K2 059TK3I LN2XMC 17,2

25 W (4000K) STL 025U 40OD28 1K8 087TK3I LN3XMC 25,8

34 W (4000K) STL 034U 40OD28 2K4 117TK3I LN4XMC 34,4

43 W (4000K) STL 043U 40OD28 3K0 146TK3I LN5XMC 43

52 W (4000K) STL 052U 40OD28 3K5 175TK3I LN6XMC 51,6
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EAE LIGHTING Inc.
Ikitelli Organize Sanayi Bolgesi
Eski Turgut Ozal Caddesi No:20
Basaksehir / ISTANBUL - TURKEY
Tel    : +90 212 413 21 00 (pbx)
Faks : +90 212 549 37 90
www.eaeaydinlatma.com.trL I G H T I N G

engineering the light


